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The criteriain this standard are the Air Force's minimum safety, fire prevention, and occupationa
health requirements. Mgor commands (MAJCOM), direct reporting units (DRU), and field
operating agencies (FOA) supplement this standard when additional or more stringent safety, fire
prevention, and health criteria are required. Refer to Air Force Instruction (AFl) 91-301, Air
Force Occupational and Environmental Safety, Fire Protection, and Health (AFOSH) Program,
for instructions on processing supplements or variances. Report conflicts in guidance between this
standard, federal standards, or other Air Force directives through MAJCOM, DRU, or FOA
ground safety offices to Headquarters Air Force Safety Center, Ground Safety Division, Safety
Engineering and Standards Branch (HQ AFSC/SEGS), 9700 Avenue G, SE, Suite 222, Kirtland
AFB NM 87117-5670.

This standard applies to al US Air Force organizations, including all US Air Force Reserve
personnel and when Air National Guard personnel are on federal service. It includes general safety
information applicable to aircraft ground handling, servicing, and inspections. The standard
addresses safety, fire prevention, and health protection requirements associated with ground
handling, servicing, inspection, and maintenance of aircraft, engine runup, and vehicle and support
equipment (SE) operations on the flight line. Sources of additional or more specific guidance are
shown in parenthesis throughout the standard. It does not apply to combat quick turns. Technical
Order (TO) I-1-3, Inspection and Repair of Aircraft Integral Tanks and Fuel Cells, will be used
for aircraft fue cell tank repair system to include related areas and facilities. Not included are
safety, fire prevention, and health requirements addressed in specific equipment TOs. This
standard implements regulatory provisions of several Occupationa Safety and Health



Administration (OSHA) Standards and also Air Force criteria not addressed in the OSHA
standards.

SUMMARY OF REVISIONS

This document is substantially revised and must be completely reviewed.

Administrative changes have been made to update this standard to electronic format. References
have been updated as required. Spark arrester (paragraph 1.2.3.1.) and cardiopulmonary
resuscitation requirements (paragraphs 1.2.5.1. and 1.2.5.5.) are updated. Reference to job safety
analysis (JSA) as a management tool and a suggestion to secure metal-framed eyeglasses are
added (paragraphs 1.2.7.2., 1.2.7.1.2., 8.2.9., and 8.3.2.11.). Aircraft grounding requirements are
modified to bring them into line with TO requirements (paragraph 4.2.1.). Adverse weather
condition requirements are added (paragraph 1.2.15.). Towing supervisor may alow tow vehicle
operators to look over their shoulder when towing a vehicle (paragraph 2.2.3.2.). Tail walker
proficiency testing and qualification requirements are waived if towing procedures are their only
task (paragraph 2.2.3.5.). Criteria for taxiing operations (paragraph 2.3.), passengers in vehicles
(paragraph 6.4.6.), means of egress from hangars, and clear space requirements around hangars
(paragraph 7.2.4.) are changed. Fall protection requirements are updated to incorporate AF-wide
variances previoudy in effect (paragraph 8.2.5.). AGE towing requirements are better defined
(paragraph 8.3.4.2.). Restrictions on the use of cordless screwdrivers and drills are added
(paragraph 8.3.9.). Parachute Shops are added (paragraph 8.4.). A glossary of references,
abbreviations, acronyms, and termsisincluded at Attachment 1 and checklists at Attachments 2
through 13 are updated. Changes are annotated by an asterisk (%). NOTE: AFOSH 127-series
standards are being converted to 91-series standards and the 161-series to 48-series standards.
However, not al standards have been converted as of the effective date of this standard. To help
you locate these documents, references to AFOSH standards are stated in the updated series and
standard number, with the outgoing series and standard number stated as “formerly designated as’
in the references section of Attachment 1.
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Chapter 1
INTRODUCTION
1.1. Hazards and Human Factors:

% 1.1.1. Hazards. During ground operations, various hazards are encountered due to the nature
of the work and the equipment and tools involved. Other factors involve the variety of weather
conditions, the different conditions during day and night operations, mission priorities, and the
various aircraft systems. Before examining safety precautions, it is appropriate to outline the
major sources of maintenance hazards. Aircraft and flight line areas present potentia fire and
explosion hazards. Gasoline, explosives, jet fuel, cleaning solvents, oxygen, gection seats, and
powered support equipment are typical of these hazards. Falls present another source of injury
to personnel. The potential for falls increases while performing maintenance at elevated levels
and during winter or high winds (AFOSH Standard 91-22, Walking Surfaces, Guarding Floor
and Wall Openings and Holes, Fixed Industrial Stairs and Portable and Fixed Ladders).
Engine operation may expose personnel to dangers such as burns, high noise levels, jet blast
from the exhaust, and suction from intakes. Electrical shock ranging from the minor shock of
static electricity to electrocution from ground power units is another potential hazard. Fuels,
cleaning compounds, and fire extinguishing agents can be toxic and harmful when inhaled or
contact is made with the skin. Improper lifting procedures while handling tires, brakes, and
other aircraft parts can cause back and muscle strains. Handtools and power tools are potential
sources of injury if used improperly. Air compressors are potentially hazardous if operated
without regard for established safety standards.

1.1.1.1. Personnel who work around aircraft must be alert for hazards from protruding
controls, surfaces, antennas, static wicks, pitot tubes, open access hatches, and other
projections. Fixed-bayonet static discharges on jets and turboprop aircraft are examples of
sharp appendages that can cause injury if contacted.

%1.1.1.2. Bumping hazards are created by dropped leading and trailing edges, speed
brakes, pylons, pods, and other devices that extend below the main wing surface and
fuselage.

1.1.1.3. Many tripping hazards are present around the aircraft and on the ramp. Examples
are auxiliary power cables, grounding cables, tie-down ropes or chains, fuel hoses, ladders,
and air conditioning ducts.

1.1.1.4. The cause of many falls can be attributed to dipping hazards from oil, deicing fluid,
hydraulic fluid, grease spills, and weather conditions. Fuel spills can cause, not only a very
dippery surface on the ramp, but aso a fire hazard.

1.1.1.5. The potential for serious burns exists while working around aircraft. Areas to be
alert for are exhaust areas, pitot tubes, hot brakes, and lights. Also, the exhaust from
Aerospace Ground Equipment (AGE), such as auxiliary power and air conditioning units,



can burn. Immediately after engine shutdown, the exhaust nozzles and reactor areas are
extremely hot and personnel can receive moderate to severe burns. Other sources of burns
from aircraft are from support electrical equipment.

1.1.1.6. Jet engine electrica systems can give a severe electric shock. Aircraft electrical
systems can be a potentia ignition source, which could result in a serious fire if an arc
occurs when flammable fuel vapors are present.

1.1.1.7. A potential for serious injuries and fatalities exists during tire inflation and wheel
changing on aircraft.

%1.1.1.8. Personnel working on or near operating jet aircraft are potentially exposed to the
most intense and sustained noise exposures experienced in the Air Force. Possible adverse
effects of noise exposure include hearing loss, interference with speech communications,
and disruption of job performance. In addition to hearing loss, there are suggestions that
noise can cause other physica and psychological disturbances. However, noise exposure
limits designed to protect against noise-induced hearing loss should also control these other
potential adverse health effects. The most serious aspect of noise exposure is that it can
produce permanent hearing loss without recognizable symptoms of ill health or pain. The
Air Force hearing conservation program prescribed by AFOSH Standard 48-20, Hearing
Conservation Program, and OSHA 29 Code of Federa Regulations (CFR) 1910.95,
Occupational Noise Exposure, establishes procedures for monitoring personnel who are
potentially exposed to hazardous noise, in order to detect early signs of hearing loss.

%*1.1.1.9. Personnel are subject to potential injury from environmental temperature
extremes. Injuries resulting from cold weather exposures in northern climates can be
serious. Heat exhaustion, sunburns, and strokes are potential concerns in hot and humid
climates, especially when combined with physical activities. Fatigue, disorientation, and
other physical and mental effects may contribute to mishaps if proper personal protective
equipment (PPE), adequate rest periods, and other considerations are not addressed in
locally developed guidelines for operational and maintenance tasks.

1.1.2. Human Factors. Human factors may also affect work. Human factors fall into two major
categories. mental, such as attitude, emotion, job or domestic pressure, distractions, job
knowledge, or hurrying; or physical, such as fatigue, physical strength, and reactions to pre-
scription medications or drugs. These factors can affect workers who, by their commission (what
they do) or by their omission (what they fail to do), can contribute to or cause a mishap. Some
examples are:

1.1.2.1. Ignoring directions from supervisors.
1.1.2.2. Improper operation of equipment while angry or distracted.
1.1.2.3. Distractions from job while thinking of personal problems.

1.1.2.4. Not following proper procedures or taking shortcuts because of a feeling of being
hurried.



%1.1.2.5. Drowsiness or hyperactivity on the job caused by prescription medications,
alcohoal, or illegal drugs.

%*1.1.2.6. Use of equipment although not qualified.
1.2. General Requirements:
1.2.1. Guidance:

1.2.1.1. Most hazardous situations can be avoided by simply following procedures, asking
for help when needed, and using PPE. Potential safety, fire, and health hazards can be
effectively controlled by proper training before job accomplishment, appropriate work
procedures, and supervisory controls.

%1.2.1.2. Guidance contained in AFI 91-202, The US Air Force Mishap Prevention
Program, and AFl 91-301 can be used by supervisors and managers in identifying,
assessing, and abating hazards within their areas of responsibility. A working knowledge of
these two instructions, TOs, and other AFOSH standards applicable to aircraft maintenance
activities are expected to make supervisors and managers aware of the hazards associated
with their areas of responsibility.

1.2.2. Fire Prevention. Fire and explosion are potential hazards associated with aircraft mainte-
nance and servicing operations. Servicing and maintenance operations will be performed in
facilities conforming to the requirements of Air Force design criteria or equivalent Air Force-
approved engineering guidance. Contractor aircraft maintenance facilities will conform to the
requirements of this standard and the National Fire Codes. Also see paragraph 1.2.18. for
additional guidance on contractor operations.

1.2.3. Flight Line Potentially Hazardous Areas and Operations:

%1.2.3.1. Flammable Fuel Vapor Areas. The supervisor will ensure all personnel are aware
of potentialy flammable fuel vapor areas and the restriction against bringing sources of
ignition into these areas. Fuel vapors are heavier than air and will settle to ground level and
enter below-ground areas. Some examples of hazardous fuel vapor areas are fuel pits below
ground level, and areas within 10 feet of aircraft fuel vent systems and fued spills. Spark
arresters are no longer required on general or special purpose vehicles that operate on the
flight line and in and around aircraft. However, these Air Force vehicles are not designed,
certified, or authorized to operate in flammable fuel vapor areas. Personnel whose duties
include requirements to work in flammable fuel vapor areas will receive specialized training
with emphasis on the hazards associated with these operations. See Air Force Manual
(AFMAN) 91-201, Explosive Safety Standards, paragraph 2.71.6. for requirements of spark
arresters on genera or specia purpose vehicles within the vicinity of structures containing
exposed explosives.

%*1.2.3.2. Electrica Receptacles. Electrical receptacles, located on the flight line, are only
required to be protected from environmental weather conditions. Aircraft fueling and



defueling operations should not be conducted in areas where outside electrical receptacles
are installed. If because of space constraints this separation is not possible, the receptacles
in the immediate area of the fueling or defueling operations will be deactivated, using
lockout and tagout procedures according to AFOSH Standard 91-45, Hazardous Energy
Control and Mishap Prevention Signs and Tags.

1.2.3.3. Aircraft Maintenance Operations. Aircraft maintenance operations conducted
within hangars, aircraft shelters, or docks (closed or semi-enclosed), on the flight line or
outside maintenance areas such as wash racks will be accomplished according to Air Force
guidance or other Air Force-recognized national consensus standards. MAJCOMS, operat-
ing in overseas or remote areas, may supplement this standard to provide additiona
guidance to meet international or host country safety requirements or unique environmental
working conditions.

1.2.3.3.1. Electrical Devices and Power Equipment. All fixed and installed electrical
devices and fixed power equipment in hangars, shelters, or docks will comply with the
Air Force design criteria or equivaent Air Force-approved engineering guidance.
Portable electrical equipment, used in Class |, Divison 1 and Class I, Divison 2
locations, will be explosion-proof or intrinsically safe. Any equipment not meeting this
requirement may be temporarily approved by the installation fire chief. This approva will
be provided prior to the use of the equipment and documented in writing which will state
the area, nature, duration, and the reason for the exception. If the working environment
has been tested and determined to contain flammable fuel vapors, al maintenance
activities will be discontinued until the hazardous condition has been eliminated and a
safe working environment restored. Equipment, that is located in an area which has a
high potential for flammable fuel vapor release and that may become energized
automatically when unattended, will be considered for explosion-proof or intrinsically-
safe design.

1.2.3.3.2. Smoking. Smoking is prohibited in aircraft maintenance facilities, the flight line
areas, and weapons storage and maintenance areas except where designated by the
installation fire chief in coordination with the functional manager and (or) supervisor.

1.2.3.3.3. Aircraft Fuels Management and Servicing. Maintenance of fuel systems and
fuel servicing operations will be done according to TO 00-25-172, Ground Servicing of
Aircraft and Static Grounding/Bonding, AFOSH Standard 91-38, Hydrocarbon Fuels
General, and other applicable TOs. Aircraft fuel cell and integral tank inspections and
repairs will be accomplished according to TO 1-1-3.

%1.2.3.3.4. Cleaning Parts. At no time will maintenance personnel clean aircraft parts,
hangar floors, equipment, or clothing with gasoline or unauthorized solvents. Cleaning
will be done with approved high flashpoint or nonflammable solvents or cleaning
compounds whenever possible. If an operation requires the use of low flashpoint
solvents, the operation will be considered as potentialy hazardous and will be donein a
facility or area compatible with the characteristics of the substances. Flammable liquids,
when stored in buildings, will be in approved containers (marked to identify contents)
and stored in areas specificaly approved by the fire chief (AFOSH Standard 91-43,



Flammable and Combustible Liquids). Wiping cloths, oily waste, and other combustible
materials will be placed in suitable, self-closing metal containers which will be available
in the immediate work area. These containers will be emptied and contents disposed of
according to established local procedures. Proper ventilation will be maintained and
proper protective clothing will be used when working with solvents. See AFOSH
Standard 48-21, Hazard Communication, for program requirements for handling and
using hazardous materials.

%*1.2.3.3.5. Welding on Aircraft. Welding on aircraft should be done outside of hangars
if possible. An AF Form 592, USAF Welding, Cutting, and Brazing Permit, shall be
issued prior to all aircraft welding operations. Welding will only be done on aircraft
system components specified in the technical data applicable to each aircraft (AFOSH
Standard 91-5, Welding, Cutting, and Brazing). Welding operations in hangars will meet
the requirements of National Fire Protection Association (NFPA) 410, Aircraft
Maintenance, chapter 6. Information on the qualifications of aircraft weldersis contained
in AFl 21-105, Aerospace Equipment Structural Maintenance. The requirement for
industrial ventilation during welding on aircraft will be according to AFOSH Standard
161-2, Industrial Ventilation.

%*1.2.3.3.6. Fire Extinguishers. A suitable fire extinguisher will be placed within easy
reach of the operator and close to ground power equipment. For additional information
on fire extinguishers, refer to AFOSH Standard 91-56, Fire Protection and Prevention.

%*1.2.3.3.7. Nondestructive Inspection (NDI). NDI operations involving ionizing
radiation (normally X-ray operations) will be conducted as specified in TO 33B-1-1,
Nondestructive Inspection Methods, and AFOSH Standard 91-110, Nondestructive
Inspection and Oil Analysis Program. Normally, flight line X-ray procedures and
locations must be approved by the bioenvironmental engineer (BEE), in coordination
with fire protection and ground safety officials.

%*1.2.4. Confined Spaces. Supervisors will ensure the requirements established in AFOSH
Standard 91-25, Confined Spaces, are complied with when entering confined spaces. The
definition of a confined space isin the reference section of Attachment 1.

1.2.5. Cardiopulmonary Resuscitation (CPR):

%*1.2.5.1. CPRisrequired training for al personnel (assigned to aircraft maintenance areas)
who install, maintain, relocate, inspect or repair eectrica systems and (or) equipment, or
perform duties as safety observers. This training will include bleeding control (bloodborne
pathogens training and disposal instructions), shock management, and emergency care of
persons having open wounds and burns.

1.252. CPR training is required by TOs (e.g., TO 1-1-3) for certain maintenance
processes.

1.2.5.3. Local authorities may identify other job tasks that may require CPR training due to
potential hazards associated with the job.



1.2.5.4. Unit CPR instructors are usually trained by host installation medical personnel. If
the host installation cannot provide the support, unit personnel may be certified through the
American Red Cross or the American Heart Association.

%*1.2.5.5. All personnel requiring CPR training, as identified in the paragraphs above, will
receive refresher training at least every 2 years.

%*1.2.6. Wearing Apparel. Hats or caps will not be worn in an engine intake danger zone, as
defined by the specific aircraft TO, while engines are operating. When working around hot
exhaust or tail pipes, maintenance personnel should wear heat-resistant gloves and long-sleeve
shirts to prevent burns. Bump caps may be worn when working in and around aircraft, for
protection from minor bumps and lacerations. Bump caps will not be worn during engine starts
and runups unless the engine inlet ducts are equipped with inlet duct runup screens. Hair
fasteners (constructed of metal, plastic, or leather materials) and wigs will not be worn by on-
duty personnel engaged in aircraft maintenance. A rubber band or hair net that holds the hair
wrapped in a bun at the back of the head may be worn, providing the hair net has no metal
parts. Metallic shoe cleats and taps pose spark generation and foreign object damage (FOD)
hazards and will not be worn on the flight line. Except when assisting passengers on arriving or
departing aircraft during inclement weather, umbrellas will not be permitted on the operational
flight line. When aircraft or equipment TOs do not provide specific guidance for PPE, criteria
established in AFOSH Standard 91-31, Personal Protective Equipment, will be used. When in
doubt, installation ground safety and bioenvironmental engineering (BE) personne will be
consulted. NOTE: Helmets for the protection of workers from impact and flying objects must
meet American National Standards Institute (ANSI) Standard Z89.1-1986, Standard for
Personnel Protection — Protective Headwear for Industrial Workers — Requirements. (Refer
to AFOSH Standard 91-31 and 29 CFR 1910.135, Head Protection.)

1.2.7. Finger Rings and Other Jewelry:
1.2.7.1. Finger Rings:

1.2.7.1.1. Finger Rings will not be worn by personnel engaged in the following activities
or operations:

Climbing, ascending, or descending where the individual might fall with their ring
catching on an object, resulting in an injury. Some examples include personnel
working on elevated surfaces (ladders, scaffolds, platforms, roofs, high reach
vehicles, etc.) or personnd ascending or descending from large vehicles
(petroleum, oil, and lubricants [POL] trucks, wreckers, sweepers, dump trucks,
stake bed trucks, etc.).

Performing maintenance on aircraft or ground support equipment, including civil
engineering-type maintenance.
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Certain materials handling operations. Examples include supply workers, parts
handlers, equipment operators, personnel attaching and detaching equipment to
tow vehicles, etc.

Any type of work where individuals are exposed to moving machinery, rotating or
revolving parts, or activities that could result in their hands being caught by a
moving part causing any injury (for example, machine or equipment operators or
inspectors).

Any type of work or inspection where an individual is exposed to an energized
electrical circuit.

%*1.2.7.1.2. Individua supervisors will identify those tasks where wearing a ring is
prohibited. In some instances the supervisor may elect to determine that individuals will
not wear rings while engaged in work activities in general, instead of identifying
individual tasks, or conduct a job safety anaysis (JSA) according to AFI 91-301,
Attachment 2.

%*1.2.7.1.3. Supervisors will include this information as part of their employee briefing
required by AFI 91-301.

1.2.7.1.4. Supervisors will ensure prohibitions on the wearing of rings are enforced.
(This prohibition applies only to personnel actualy performing the work and is not
intended for administrative and support personnel assigned to or visiting these areas.)
WARNING: The practice of placing tape over rings is insufficient protection and does
not satisfy the requirement for removing the ring.

%*1.2.7.2. Other Jewelry. The potential for catching, snagging, pulling, and tearing exists in
and around most industrial operations. Because of this, controls should be exercised over
the wearing of watches, bracelets, necklaces, or other items of jewelry. Meta-framed
eyeglasses should be secured by a band or cord to prevent them from falling into energized
electrical circuits. The supervisor should evaluate al jewelry before an individual begins
work in an industria area.

1.2.8. Reflective Materias. Light-reflective and luminescent materials are particularly effective
for reducing mishaps caused by poor visibility or darkness. Reflective coatings are available in
the primary safety code colors so standard signs and markings can be made with these
materials. Materia will reflect light when wet.

%*1.2.8.1. Wearing by Personnel. Personnel exposed to vehicle or aircraft traffic on the
flight line during hours of darkness or periods of reduced visbility will be provided
reflective accessories or will use organizational clothing with sewn-on reflective tape (red or
orange reflective colors provide better contrast in a snow or white environment). Security
police flight line operations are exempt from this requirement at the option of the local
security police commanders in coordination with the installation ground safety manager.
Reflective tape will not be sewn on the subdued fatigue uniform (AFOSH Standard 91-31
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and AFls 91-207, The US Air Force Traffic Safety Program, and 36-2903, Dress and
Personal Appearance of Air Force Personnel).

1.2.8.2. Vehicle and Equipment Marking. Reflective materials for marking vehicles and
ground servicing and ground powered equipment will be used to the maximum extent
authorized by appropriate TOs such as 36-1-3, Painting, Marking, and Lighting Re-
quirements for USAF Vehicles, and 35-1-3, Corrosion Prevention, Painting, and Marking
USAF Equipment. Additionally, hazardous obstacles existing on or adjacent to the flight
line will be marked with reflective materid.

1.2.8.3. Bicycles. All bicycles (Air Force and privately owned), when authorized to operate
on the flight line during the hours of darkness, will be equipped with a suitable headlight
(turned on) and reflective markings front and rear. Also see paragraph 6.4.3.3.

1.2.9. Flight Line Maintenance Stands. See paragraph 8.3.4.10.

%1.2.10. Lifting Devices. Improper handling and lifting of heavy parts presents a potential for
injury and extensive damage to aircraft components. Engines and other heavy parts will be
handled with the assistance of hoists, approved hoisting dings, and other smilar equipment.
Maintenance personngl will be familiar with the directives and the general safety standards
established for the equipment being used. Safe loading capacities will be stenciled on al hoists
and will be strictly observed by operating personnel. At no time will personnel work under
loads suspended by hoists. Inspections of hoisting equipment will be done according to
AFOSH Standard 91-46, Materials Handling and Storage Equipment, TOs, ANSI standards,
and (or) the manufacturer’s manual. The hoist will be locked and (or) tagged out of service if
found to be defective. The hoist will remain out of service until repairs are completed (AFOSH
Standard 91-66, General Industrial Operations). Weight testing of al lifting devices will be
according to AFOSH Standard 91-46 and (or) applicable TOs.

1.2.11. Compressed Air. Compressed air is used in many flight line operations. When handled
with care and according to accepted safety standards, compressed air can be used safely.

1.2.11.1. Eye protection will be used at al times when cleaning with compressed air. A
diffuser nozzle shall be provided and pressure will not exceed 30 pounds per square inch,
(psi) for cleaning. Compressed air will not be used to clean clothing on the body.

1.2.11.2. Only qudified and authorized personnel will be alowed to operate air
compressors and (or) repair or adjust pressure-regulating equipment.

1.2.11.3. Before servicing any aircraft unit, such as tires, air bottles, or landing gear struts,
mechanics will:

1.2.11.3.1. Inspect al chucks and valve stems for serviceability to ensure safe servicing;

1.2.11.3.2. Take care not to over-inflate these components; and
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1.2.11.3.3. Install pressure regulators to prevent over-pressurization of components
being serviced.

1.2.11.3.4. Have proper eye protection available and wear the equipment according to
TO requirements or when a potentia for injury exists.

1.2.11.4. A drain pipe and valve shall be instaled at the lowest point of the air receiver to
provide for the removal of accumulated oil and water. The drain valve on the air receiver
shall be opened and the receiver completely drained daily, if not automatic, to prevent the
accumulation of excessive amounts of liquid in the receiver. Workers will:

1.2.11.4.1. Avoid bending or kinking air hose lines.

1.2.11.4.2. Place air hose lines where they do not create a tripping hazard and are
protected against damage caused by equipment or vehicles rolling over them.

1.2.11.4.3. Inspect air lines and fittings before each use for defects.

1.2.11.4.4. Ensure non-interchangeable chucks and connections are used on high- and
low-pressure equipment to preclude servicing low-pressure systems with high-pressure
equipment.

%*1.2.11.5. Compressed air used for breathing air will meet requirements of AFOSH
Standard 48-1, Respiratory Protection Program.

% 1.2.12. Oxygen and Nitrogen (Liquid and Gaseous):

1.2.12.1. Genera Information. The wide use of oxygen in Air Force operations presents
many serious safety problems. There is the possibility of injury to workers, but there is the
more serious possibility of fire and explosion. While oxygen itself is not flammable, it will
support combustion. If oxygen is permitted to contact petroleum products, a fire or
explosion may result. Another source of danger occurs if oxygen systems are subjected to
pressures that cause excessive stress on lines and tanks which may result in rupture and
explosion. Nitrogen depletes oxygen in unventilated, confined areas. Liquid oxygen (LOX)
and liquid nitrogen (LIN) are extremely cold and can cause serious burns, and can freeze
skin upon contact (AFOSH Standard 91-67, Liquid Nitrogen and Oxygen Safety).

1.2.12.2. Personnel Training and Safety. Only fully trained and qualified personnel shall
operate oxygen and nitrogen equipment or service aircraft systems. Servicing personnel
shall understand the system being serviced, the operation of their equipment, precautions,
and instructions for handling liquid or gaseous oxygen and nitrogen. A trainee may service
only if directly supervised by a qualified supervisor or operator. Personnel engaged in
oxygen handling and servicing operations will strictly observe pertinent safety standards and
TOs.
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1.2.12.3. Mobile Servicing Unit or Bottles. The mobile servicing unit or bottles used to
service aircraft or components shall be carefully positioned and shall not be left unattended
after hook-up and during filling.

1.2.12.4. Persona Protective Equipment. When transferring LOX or LIN, personnel shall
wear:

1.2.12.4.1. Head covering (AFOSH Standards 91-31 and 91-67);
1.2.12.4.2. Face shield (National Stock Number [NSN] 4240-00-542-2048);

1.2.12.4.3. Gloves, heat protective, leather welder’s gauntlet cuff, Federal Specification
KKG486, Type 11 (NSN 8415-00268-7860), medium with insert-cloth, work, cotton
knit (NSN 8415-00-964-4760), medium; or leather (NSN 8415-00-268-7871) with
insert, wool (NSN 8415-00-682-6673);

1.2.12.4.4. Apron (NSN 8415-00-715-0450);

1.2.12.4.5. Cuffless trousers and long-sleeve shirt or jacket or coverals, cotton, white
(NSN 8405-00-037-9274); and shoes with rubber soles and heels which fit closely
around the top.
NOTES:
1. Stock numbers are informational only and may change.
2. All items shall be clean and free of grease, ail, and fuel (TO 00-25-172 and AFOSH Standards
91-31 and 91-67).
3. The above NSN data are for gloves sized medium. Other sizes may be ordered as required but
all sizes will meet the criteria of the federal specification and military specification identified
above.

1.2.13. Powered Aerospace Ground Equipment (AGE). Operators will be thoroughly familiar
with the handbook of operating instructions for the equipment involved and know emergency
shut-down and other precautionary measures, including the use of fire extinguishers. They will
review maintenance records and inspect the equipment for leaks, damage, or malfunction
before operation. (See paragraph 8.3.4. for additional guidance on AGE.) WARNING:
Danger Area. Personnel will not stand in line with the painted stripe on AGE that designates
the plane of rotation of the turbine whedl.

%1.2.14. Parking Aircraft. Strict adherence to standards will ensure the safety of parked
aircraft. Personnel engaged in parking operations will comply with al pertinent guidance.
(Refer to AFMAN 91-201, and TO 11A1-33, Handling and Maintenance of Explosive
Loaded Aircraft, for parking of explosives loaded aircraft.)

%*1.2.14.1. Parking Spaces. Specific parking locations will be designated for each aircraft as
outlined in Air Force Handbook 32-1084, Facility Requirements. Generaly, the distances
to be left between parked aircraft will be enough to allow immediate access of emergency
vehiclesin case of fire and also to permit free movement of equipment and materials.
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1.2.14.2. Temporary Parking. If it is necessary to temporarily park aircraft with any portion
extending into an active taxiway, a ground observer (qualified in the task) will be
strategically placed to warn oncoming traffic of the hazard. During hours of darkness, the
ground observer will be equipped with a high-visibility reflective vest and a warning light
(red preferred) and in the daytime, a suitable flag. The observer will remain with the aircraft
until it ismoved to a safe location.

1.2.14.3. Wheel Chocking. Wheel chocks, fabricated according to US Air Force
specifications, will be placed fore and aft of the main landing gear or as specified in
applicable aircraft TOs.

1.2.14.4. Clean Parking Areas. During periods when maintenance equipment, workstands,
loose aircraft parts, and materials are not actually required for work in progress or planned,
they will be removed from the aircraft parking area to designated storage locations.
Equipment remaining outside buildings will be adequately secured with tie-downs and (or)
chocks or an integral brake system to prevent movement by winds or engine blasts. When
not being transported, mobile work platforms and stands will be secured to prevent collision
with aircraft, vehicles, or other equipment. Designated flight line support equipment storage
areas will be approved by the appropriate group commander in coordination with ground
safety officias.

1.2.14.5. Guide Lines. Adequate guide lines will be painted on ramp and taxiway parking
areas, and where necessary in hangars, to aid in the safe movement of aircraft and vehicle
traffic. Parking guide lines should have spots painted where the nose or forward wheel of
the aircraft will be positioned. This is mandatory when helicopters are parked inside the
hangar, to prevent the blades from making contact with the hangar walls. Where a portion
of a large hangar is used for helicopter maintenance parking, guide lines and rotor blade
lines will be painted on the floor. When numerous types of aircraft use the same facility and
multiple paint lines would be confusing, lines are not required, providing local procedures
include the marking and identification of fixed objects, the use of wing and tail wakers
during hangaring, and the marking of rotors or wingtips with streamers. Spots will be
painted where each wheel of aircraft will be positioned in nose docks or other maintenance
facilities to prevent aircraft from striking portions of the building during docking and
undocking. Guide lines will be painted on outside wash rack pavement to aid in positioning
aircraft.

1.2.14.6. Mooring or Tie-Down of Aircraft. This will be accomplished according to
applicable aircraft TOs. When ropes are used, they will be tied to designated mooring
fittings on aircraft. Normally, square knots or bowline knots will be used to prevent dippage
and to provide secure fastenings. Just enough slack should be allowed to prevent excessive
stress on the wings, fittings, and rope due to tire or strut expansion or deflation and to
prevent contraction of the tie-down ropes due to moisture or wetness. The mooring points
on the ground should be as close as possible to being directly under the respective mooring
points on the aircraft.

1.2.14.7. Aircraft Emergency Removal. Emergency procedures to remove endangered
aircraft in the event of fire on the flight line or in hangars will be developed. These defined
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responsibilities and procedures will eliminate confusion and expedite the evacuation of
aircraft should it become necessary. (Also, see paragraph 7.2.9.)

%1.2.15. Adverse Weather Conditions. The base weather station (BWS) is responsible for
making the initia notification to pre-determined support agencies of adverse weather
conditions. Adverse weather conditions include: strong surface winds, heavy rain, freezing
precipitation and thunderstorms (i.e., frequent dangerous lightning, damaging winds, and hail).
1.2.15.1. General Lightning Safety for All AF Activities and Operations:
1.2.15.1.1. When lightning is detected or observed within the immediate vicinity of any
activity or operation, do not go out of doors or remain out unless it is absolutely
necessary.
Seek shelter asfollows:
Dwellings or other buildings that are protected against lightning;
Protected underground shelters,
Large metal-framed buildings;

Enclosed automobiles, buses, aircraft, and other vehicles with metal tops and
bodies;

Streets that may be shielded by nearby buildings.

Certain locations are extremely hazardous during thunderstorms and should be
avoided:

Hilltops and ridges,
Areas on top of buildings,
Under isolated trees;

Near electrica appliances, telephones, plumbing fixtures, and metal or
electrically conductive objects; and

Aircraft dry bays, tanks, and whed wells.
1.2.15.1.2. Each Air Force installation will develop a local procedure to ensure key
personnel and agencies involved in high weather risk activities and operations are

notified according to the installation support plan. Normally, these agencies are those
having aircraft, POL facilities, open air work and recreational activities, and underground
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utilities work. Key personnel, in turn, will advise al on-duty supervisors to take proper
precautions and timely actions.

1.2.15.1.3. Each installation will employ a lightning safety program with a two-tiered
notification system to minimize personnel exposure to lightning hazards.

A Lightning Watch isin effect 30 minutes prior to thunderstorms being within a5
nautical mile (nm) radius of any pre-determined location or activity as forecast by
the BWS. NOTE: Lightning is a direct product of a thunderstorm. During a
Lightning Watch, accomplish the following:

Operations or activities may continue; however al personnel must be prepared
to implement Lightning Warning procedures without delay.

Be dert for any lightning activity, to include audible thunder, and advise
supervisory personnel of any observations.

A Lighting Warning isin effect whenever any lightning is occurring within a5 nm
radius of the pre-determined locations and activities. Personnel in affected
locations or engaged in affected activities will take the following actions:

Cease all outside activities and seek shelter.

Recommended locations that provide safe shelter and locations to avoid are
listed in paragraph 1.2.15.1.1.

1.2.15.1.4. If lightning does not occur within a5 nm radius at the valid (forecast) time of
the Lightning Watch, BWS will reassess the Lightning Watch and amend as needed.
Lightning Warnings will be canceled when the thunderstorms have passed beyond the 5
nm radius of the location or activity. A Lightning Watch will NOT be canceled if thereis
potentia for more thunderstorms within 30 minutes.

1.2.15.15. All arcraft fue servicing and maintenance activities (including LOX
servicing) will cease whenever a Lightning Warning is in effect. EXCEPTIONS:
Vehicle movements (including refuelers) and pipeline transfers (including bulk storage to
hydrant tanks). (Refer to AFI 23-201, Fuels Management.)

1.2.15.2. Safeguarding Aircraft During High Winds. Serious structural damage to aircraft
can be caused by high velocity surface winds. When possible, aircraft will be evacuated to
safe weather areas when tornadoes, hurricanes, or unusually high winds are predicted.
Locally established high wind safety precautions or plans will be developed and observed
along with the guidance presented below:

1.2.15.2.1. Taxiing Aircraft. Taxiing arcraft during unusualy high winds will be
avoided. They may be taxied at the discretion of the wing commander when the action
will lessen the possibility of aircraft damage.
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1.2.15.2.2. Outside Parking. If possible, light aircraft will be parked inside hangars.
Those parked outside will be faced into the wind and tied down. Wing spoilers will be
used to reduce airfoil lift. Transient aircraft will be tied down as directed by the aircraft
commander.

1.2.15.2.3. Extremely High Winds. When wind velocity exceeds 30 knots (sustained or
gusts), light aircraft in temporary docks or extending outside the hangars will be towed
clear and parked in compliance with applicable aircraft TOs. When wind velocity exceeds
50 knots (sustained or gusts), medium or heavy aircraft in temporary docks or extending
outside the hangars will be towed clear and then parked in compliance with applicable
aircraft TOs.

1.2.15.2.4. Work Materials. All maintenance equipment, workstands, loose aircraft parts,
and materials not in use will be removed from the parking area and stored in a safe area.
Equipment remaining outside will be secured against wind movement.

1.2.15.2.5. Personnel. When winds reach hazardous velocities, activities other than those
required to safeguard the aircraft will be avoided. Guidance for actions involving
electrical stormsisfound in paragraph 1.2.15.1.

%*1.2.16. Aircraft Engine Operation. Engine starts and runups present hazards to both
personnel and other aircraft. The fire hazard is particularly acute because fuel vapors may be
ignited by exhaust flames. Rotating propellers are dangerous to personnel and can cause
extensive equipment damage. Except for turboprop aircraft, personnel will not hand-pull the
propeller of an engine that has been recently operated. The ignition switch of reciprocating or
electric start engine aircraft will be in the OFF position when engines are not operating, and the
master battery switch will be turned off when no longer required. For C-130 aircraft, personnel
will not be in the vicinity of (or go through) the static propeller arc if bleed air is applied to the
aircraft. Personnel will not stand in line with the stripe that designates the plane of the turbine
wheel and propeller operation, which is painted on the fuselage or engine nacelles of aircraft.
WARNING: Danger Area. Personnel will not be in the vicinity of or go through the static
propeller arc of reciprocating and turboprop aircraft or helicopters unless absolutely necessary
in the performance of duties. Radio contact with the control tower will be maintained at all
times during engine operations or taxiing. If engine runs are necessary while the control tower
IS not operating, radio contact will be maintained with job control. Maintenance Operations
Center (MOC) will be prepared to request assistance from the fire department or medical
services as needed.

%1.2.16.1. Aircraft Chocks. Before starting engines, the aircraft will be properly chocked
and parked according to applicable TOs and handbooks. Suitable wheel chocks,
manufactured to Air Force specifications, will be used at al times. Functional managers will
ensure only those chocks approved for the specific aircraft are used. When aircraft engines
are in operation, chocks will be removed with the utmost caution after the proper signal has
been given. Personnel will approach the aircraft from the safest direction with regard to the
location of propellers and jet intakes and exhausts.
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%1.2.16.2. Personnel on Exterior Portions of Aircraft. Personnel will NOT be alowed on
any external portion of an aircraft during engine start or when the aircraft is being taxied.
Qualified personnel may stand on the external portion of an aircraft ONLY during
instruction on ground operation procedures and necessary adjustments. Qualified personnel
may service hydraulic fluid and engine oil or make minor adjustments on multi-engine
aircraft with engines operating on the opposite wing as long as the engines on the wing
being worked are shut down and the engines on the opposite wing remain in idle.
Interphone or radio contact will be maintained with the cockpit operator, if possible. If
effective interphone or radio contact can not be maintained, personnel on the wing will be
under the direct observation of another crewmember, team member, or fire guard, who has
direct communication with the cockpit operator. Aircraft wing lights and formation lights
will be turned on to warn all personnel the aircraft engines are in operation (AFl 11-218,
Aircraft Operation and Movement on the Ground).

1.2.16.3. Fire Guard. A qudlified (trained) fire guard will be positioned, if required by the
aircraft TO, prior to starting the engines. This individua will stand by in readiness until all
engines are operating and the danger of fire no longer is present. If no fire guard is
specifically identified in the aircraft TO data, the following will apply:

1.2.16.3.1. On aircraft having interna fire fighting capability, a ground observer will be
in position on interphone to monitor and report any problems (e.g., fire, fuel leakage,
aircraft movement) and will remain in position until released by the individual operating
the engine.

1.2.16.3.2. On aircraft not equipped with interphone capability, a ground fire guard will
be stationed to observe the starting engine process. After the engine starts, the fire guard
will remain in clear view of cockpit personnel and observe the aircraft and area during
engine operation. WARNING: Extreme caution will be exercised to ensure all personnel
remain clear of propeller arc and (or) jet intakes and exhaust during ground operation.

%*1.2.16.4. Quadlified Engine Operation Personnel. Only those personnel trained and
certified according to instructions in AFl 11-218 will be authorized to start and run up
aircraft engines. The individual in charge of engine runup operations will be responsible for
inspecting the surrounding area to ensure it is clear of equipment, personnel, and materials
that might cause or be subject to FOD. Equipment or materias, that may be subjected to
engine blasts or blown into other equipment, will be repositioned or secured (AFI 21-101,
Maintenance Management of Aircraft).

1.2.16.5. Observers for Jet Engine Starts. A ground crewmember, stationed in front of and
to one side of the jet engine being started, will be in contact by interphone at al times with
the person operating the engine controls. On aircraft not so equipped, a ground
crewmember will be stationed to observe the start and give necessary signals to the person
in the cockpit.

1.2.16.6. Cockpit Checklist. Personnel starting, operating, and testing aircraft engines will
use the appropriate cockpit checklist before, during, and after the operation.
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%*1.2.16.7. Foreign Object Jet Engine Damage. Damage caused to jet engines by foreign
objects and debris sucked through inlet ducts can be reduced by the use of inlet duct runup
screens on certain aircraft types. Operational needs may require installation and removal of
these screens while engines are running. Tests have shown this can be accomplished safely if
the engineisidling and due caution is exercised following TO procedures (AFl 21-101).

1.2.16.8. Noise-Suppression Devices. In noise hazard areas (as determined by the
installation BEE) crew members and maintenance personnel will wear ear defenders or
other approved noise-suppression devices required and provided to them. Failure to wear
ear protection may result in permanent loss of hearing.

1.2.16.9. Rotary Wing Aircraft. During engine runup by ground personnel, the collective
pitch stick will be locked in the full low position. Personnel and equipment will be kept clear
of rotary wing aircraft at least a distance equal to its length, to prevent injury and damage
during a quick excessive throttle start which might swing the tail rapidly.

1.2.16.9.1. Personnel will exercise caution when approaching the plane of rotation of the
main rotor blades, because they tend to droop at decreased speeds.

1.2.16.9.2. The main rotor blades will be tracked only when an experienced pilot is at the
controls. Under no circumstances will engine runup be accomplished by fewer personnel
than are specified in TOs for the type of aircraft concerned.

1.2.16.9.3. Whenever approaching or leaving a helicopter with the blades rotating, all
personnel shall remain in full view of the pilot or helicopter operator and keep in a
crouched position. Personnel shall avoid the area from the cockpit or cabin rearward
unless authorized by the helicopter operator to work there. No unauthorized person shall
be allowed to approach within 50 feet of the helicopter when the rotor blades are
turning.

1.2.16.9.4. When visihility is reduced by dust or other conditions, ground personnel shall
exercise specia caution to maintain clearance from the main and stabilizing rotors.
Protective goggles shall be worn by personnel under these conditions. Precautions shall
also be taken to minimize reduced visibility.

1.2.16.9.5. Adequate precautions shall be taken to provide for the protection of
personnel from flying objects in the rotor downwash. All loose gear within 100 feet of
the area susceptible to rotor downwash shall be secured or removed.

1.2.16.9.6. Personnel in the area shall wear PPE consisting of eye and ear protection.

1.2.17. Jet Aircraft. Ground handling of jet aircraft involves hazards not common to conven-
tional types. When the engine is in operation, the exhaust blast at the outlet and the suction
effect at the inlet present hazards that require particular attention of maintenance support and
flight crew personnel. General safety standards relative to conventional powered aircraft also
apply to jets. Additional precautions pertaining principaly to jet aircraft are given below:
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1.2.17.1. Turbine Whesl. Personnel will not stand in line with the red stripe painted on the
fuselage or engine nacelles of jet arcraft. This stripe marks the plane of turbine wheel
rotation, which is a potentially dangerous area if the turbine fails. CAUTION: This area is
NOT marked by red stripes on al aircraft.

%1.2.17.2. Suction Effect. The suction effect of a jet engine is sufficient to ingest
personnel. Additionally, the ingestion of persona articles may cause extensive damage to
equipment. Unless required by TO, crewmembers and maintenance personnel will not
approach closer than 5 feet to jet duct entrances from the side or rear of the running engine,
and al personnel will stay at least 25 feet in front of engine intake ducts when the engine is
in operation. Personnel may approach a multi-engine aircraft (e.g., F-15) from the opposite
direction of the running engine; however, extreme caution shall be used to prevent possible
ingestion. Maintenance and aircrew personnel who work on or near running jet engines will
NOT wear loose clothing or hats or carry objects that might be drawn into the ducts. In
addition, all objects will be removed from in front of or within the intake ducts prior to
engines being started. (See paragraph 1.2.6. for additional information.) Maintenance
personnel will not place their hands or fingers on auxiliary air inlet doors since they operate
automatically and may close. If open, access doors will be secured or removed; they may be
forced closed by engine suction.

1.2.17.3. Exhaust Blast. Exhaust blasts of jet engines are particularly hazardous to
personnel and will be carefully avoided. Local procedures will be established to prevent
personnel, vehicles, and aircraft from passing behind jet arcraft with engines operating
above idle speed or passing through hazardous jet blast areas as defined by applicable air-
craft TOs. As a minimum, a ground or flight crew member will be stationed to the side of
the engine being operated to warn personnel and traffic to remain clear for a minimum
distance of 200 feet to the rear of the aircraft, depending on the type of aircraft involved, or
as prescribed in the applicable aircraft handbooks. A blast fence will be installed where there
is not sufficient clearance to the rear of jets to protect the safety of personnel and
equipment. Before any jet engine is started, tools, spare parts, and other objects will be
removed from the blast aress.

%*1.2.17.4. Ejection Seats and Canopies. Accidentally discharged pilot gection sedts,
cockpit canopies, and jettisonable hatches (examples: B-1, B-2, B-52, and C-17) present an
unusually serious threat to personnel. Extreme heat or unintentional movement of actuating
mechanisms can fire the gection seat catapult canopy remover or rockets. The catapult
containing the gection seat explosive charge is capable of hurling 300 pounds at an initial
rate of 60 feet per second. To reduce the possibility of accidental seat or canopy ejection
while the aircraft is on the ground, the following precautions will be taken: NOTE: Anyone
entering a cockpit or flight deck equipped with escape system components must have
aircraft cockpit and flight deck familiarization training prior to entering the aircraft.

%1.2.17.4.1. Norma Procedure. As a basic safety precaution, ground safety pins are
installed by aircrew members or arcraft maintenance persons immediately after the
landing aircraft is parked and the engine shut down or by egress personnel after
maintenance work requiring the removal of the pins is completed. Care will be exercised
to ensure safety pins are removed before the next flight. Only qualified egress
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maintenance personnel will remove or install canopy or gection seat discharge mecha
nisms. Emergency rescue personnel will be trained with the gection seat completely
disarmed and certified by a qualified egress technician. Fire department persons will be
trained how to dearm gection seats and canopy actuators prior to removing crew
members from crashed aircraft. Rescue efforts will follow procedures outlined in TO 00-
1-105E-9, Aircraft Emergency Rescue Information (Fire Protection). When other
maintenance personnel work close to gection seat catapults and gjection seat controls or
canopy remover controls, they will exercise particular care to avoid accidental arming
and firing. Also, they will not carry items such as combs, screwdrivers, pens, pencils,
etc., protruding from pockets or clothing that could cause accidental or inadvertent
arming and firing of gection seat or canopy controls. Only qualified egress and munitions
personnel are authorized to handle and maintain the explosive items used for gection
systems.

1.2.17.4.2. Crash Landings. When attempting to remove crewmembers from crashed
aircraft, particular care will be exercised to avoid snagging the arming and firing
mechanisms. Extreme danger can exist during rescue attempts from possible cookoff,
inadvertent actuation, or residual high pressure stored in the lines and tubes of explosive
egress components.

%*1.2.17.4.3. Salvage Operations. Explosive ordnance disposal (EOD) personne will
check to ensure explosive devices have been removed before beginning aircraft salvaging
operations. Only qualified and certified egress personnel will remove escape and (or)
egress system explosive components. The mgority of these items are known as
cartridge-actuated devices (CAD) or propellant-actuated devices (PAD). These include,
but are not limited to, initiators, catapults, canopy removers, rocket packs, divergence
rockets, gas generators, shielded mild detonating cord (SMDC), and flexible linear shape
charges (FLSC).

1.2.17.4.4. Transent Checklists. Transient alert organizations will develop local
checklists of pertinent questions to ask pilots about explosive egress systems pertaining
to aircraft not normally processed through their installations and will follow specific TO
procedures for the type of aircraft being serviced.

1.2.17.5. Pressure Testing. When a cockpit is being pressure-tested, the pressure stipulated
in the TO will not be exceeded.

1.2.17.6. Sharp Edges. The control surfaces of jet aircraft have unusualy sharp edges.
Mechanics working on or near these edges will be particularly careful. During prolonged
maintenance periods, aircraft parts or equipment with sharp edges or corners will have
suitable protective covers (where practicable) or tape placed over them and will have red
streamers attached to indicate the danger area.

1.2.17.7. Entering Tail Pipe. When a person enters the tail pipe of a shut down jet engine to
inspect the engine turbine wheel assembly, a responsible crewmember will be posted by the
aircraft to prevent anyone from entering the cockpit and to observe and communicate with
the person inside the tail pipe.
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%1.2.17.8. Protective Clothing. Mechanics who have to enter jet taill pipes will wear
protective clothing. Personnel will remove the protective outer work suit immediately after
leaving the tail pipe. Clothing used in this type of operation will be laundered and inspected
frequently to check for harmful lead particles that may have filtered through the fabric.
Other protective gear will aso be inspected periodically for evidence of yellow residue or
concentrations of lead oxide. OSHA 29 CFR 1910.1025, Lead, will be consulted for
additional safety information on lead-contaminated clothing and protective equipment.
When aircraft or equipment TOs do not provide specific guidance, criteria established in
AFOSH Standards 91-31 and 48-1 will be used. When a mechanic enters an intake they will
wear coveralls (bunny suit) with no buttons, zippers, or pockets.

%1.2.17.9. Handling Hydrazine. Hydrazine exposure is a hazard in some jobs such as fire
fighting and transient maintenance activities. Personnel will be trained in the requirements of
AFOSH Standards 48-8, Controlling Exposures to Hazardous Materials, and 91-31 and
TO 00-25-172.

%*1.2.18. Safety in Flight Line Contractor Operations. To ensure Air Force personnel or
resources are not subjected to hazards, Air Force ground safety, fire, and BE officials will
review contracts and be concerned with the activities of contractors who perform a task or
service for the Air Force. On occasion, contractor operations within the Air Force have
resulted in hazardous working conditions for Air Force personnel. The first step in eliminating
hazardous conditions in contractor activities is to ensure the appropriate safety, fire, and health
requirements are included in al contract specifications. (This is normally accomplished by
including appropriate Defense Acquisition Regulations [DAR] and Federal Acquisition
Regulation [FAR] provisions or clauses in the contract.) Ground safety, fire, and BE officials
will provide assistance to the contracting officer and representatives from the using
organization in establishing appropriate requirements. In addition, appropriate US Air Force
and installation traffic provisions will be identified for control of contractor vehicles on base. If
a procedure or condition exists which requires correction by the contractor, action will be
initiated through the Air Force Contracting Officer (ACO).

%1.2.18.1. Construction Contracts. Before a construction contractor begins operations on
an Air Force ingtallation, the contracting officer will call a pre-construction conference at
which Air Force ground safety, fire department, and contractor representatives will be
present. As appropriate, other agencies such as civil engineering, BE, or the using
organization should be represented. At this conference the ACO will make sure the
contractor knows all necessary Air Force safety requirements associated with the contract.
NOTE: This guidance does not apply to contracts which are exclusively under the control
of the US Army Corps of Engineers.

1.2.18.2. Non-Construction Contracts. Most of the nonconstruction contracting operations
on Air Force ingtalations involve persons or companies providing goods and services to
installation personnel and activities. ACO coordination with ground safety, fire department,
and BE officias is necessary to determine the appropriate safety, fire prevention, and health
requirements are included in the contract. Prior to contract renewal, ground safety, fire
department, and BE officials will review the contracts to ensure their continued adequacy.
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Chapter 2
TOWING AND TAXIING AIRCRAFT

2.1. Hazards and Human Factors. When properly accomplished, aircraft towing is not a
hazardous operation. However, the potential for damage and (or) injury if amishap occursis high.

%2.2. Towing Operations. Using qualified personnel, following established procedures and
properly planning for weather, local conditions like inclined ramps, emergencies, and other
limitations should prevent mishaps. AFI 21-101 will be consulted for vehicle operator’s aircraft
towing responsibilities and qualifications. For maximum safety, tow team personnel will not place
themselves in the direct path of aircraft wheels nor ride on any externa portion of an aircraft or
tow vehicle. When connecting a tow bar to any tow vehicle, personnel will stand clear until the
backing tow vehicle is in close proximity to the towbar. When connecting a tow vehicle,
personnel will be extremely vigilant to any sudden movement by the two vehicles. MAJCOMs
may authorize the movement of aircraft into hardened aircraft shelters (HAS) while the aircraft
engines are operating, provided a System Safety Engineering Analysis (SSEA) has been
conducted. This will be conducted for each type of generation shelter and for the type of arcraft
that will be moved into shelter. NOTE: When differences exist in towing procedures prescribed in
this standard and applicable technical data for the specific aircraft, the technical data will take
precedence.

2.2.1. Qualified Personnel. Aircraft ground handling personnel will be thoroughly familiar with
al published towing procedures pertaining to the type of aircraft being towed. Written
proficiency tests on local procedures and operating standards review will be conducted at |east
annually. Newly assigned aircraft maintenance specialists will pass a proficiency test on the
types of aircraft towed, after completing supervised on-the-job training (OJT). Wing and tall
walkers may not be required to be familiar with all published towing procedures or receive
annual proficiency training if their duties are restricted to these postions during tow
operations. Supervisors of towing teams will clearly define duties and responsibilities a the
time of the pre-tow briefing. (See paragraphs 2.2.3.2., 2.2.3.3. and 2.2.3.5.)

2.2.2. Supervisor of Towing Team. The supervisor of the towing team will be in complete
command and will take a position that will ensure surveillance of the towing procedures and
performance of other team members. Normally this will be the position of nose walker. The
supervisor will use a checklist covering al items pertaining to the safe movement of the type
aircraft being handled. Applicable steps of this checklist will be completed and towing
personnel will be briefed before the aircraft is moved. The supervisor will be the only team
member authorized to give the “all clear to move’ order and will ensure all team members are
qualified per requirements in paragraph 2.2.1.

2.2.3. Towing Team Assignments. When towing aircraft, team personnel will be stationed to
conform to applicable aircraft TO procedures for the type aircraft being towed. Specific
number of individuals required on a tow team will conform to those called for in the applicable
aircraft TO. In all cases there will be atowing team supervisor. NOTE: Tail and wing walkers
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are not required when towing aircraft on unobstructed, established taxiways and runways or
parking ramps where taxi or towing lanes are marked with guide lines.

2.2.3.1. Brake Person in Cockpit. A qualified person, authorized by the supervisor, will be
in the pilot’s seat to operate the aircraft’ s brakes and to observe and follow the supervisor’s
signals. If the person in the pilot’s seat is unable to maintain hydraulic pressure, another
qualified person will be stationed to watch and maintain the pressure. The supervisor will be
notified if the pressure drops below safe operating limits, and the towing operation will be
terminated.

%*2.2.3.2. Tow Vehicle Operator. The towing vehicle driver will be responsible for
operating the vehicle in a safe manner and will follow the instructions issued by the team
supervisor. The vehicle operator will aso obey emergency stop instructions given by any
team member. An authorized and qualified vehicle operator will be at the controls of the
towing vehicle at al times during aircraft movement. The tow vehicle will be connected in a
manner which will alow the vehicle driver to face the direction of travel while seated.
Vehicle operators will not look over their shoulder to face the direction of travel except
while making minor changes during fina positioning (the towing supervisor must make this
determination and brief the towing crew). The vehicle operator will stop the vehicle upon
losing sight of or communication with the tow supervisor.

2.2.3.3. Wing Walker. A wing walker will be stationed at each wingtip to ensure adequate
clearance of any obstruction in the path of the aircraft. They will be responsible for properly
signaling the supervisor as soon as it appears the aircraft is in danger of colliding with an
obstruction. In such cases, towing will be stopped until clearance is personally checked by
the supervisor. Wing walkers are not required for helicopters being towed with rotor blades
in parallel position (H-1 type helicopters parallel their rotor blades in a fore and &ft trail
position). Wing walkers do not require annual proficiency testing and need not be fully
qualified in al towing procedures. Thorough pre-tow briefings by a qualified towing
supervisor will satisfy the training requirement.

2.2.3.4. Nose Walker. A nose walker (the supervisor) will maintain a safe position in front
of the towing vehicle and a clear view of both wing walkers, the vehicle driver, and the
person in the pilot’s seat. The nose walker will be in direct contact with the person in the
cockpit either by interphone or communications media specified in applicable aircraft TOs.
When tail and wing walkers are not required, the nose walker (supervisor) may ride in the
cab of the tow vehicle where the supervisor can observe the path to be traversed and direct
the actions of the cockpit brake person and the vehicle operator.

%*2.2.35. Tall Walker. A tall walker will be used during towing operations when the
aircraft is to be turned sharply or backed into position. Backing of aircraft will be avoided
as much as possible. A tail walker will be required when backing an aircraft into a HAS with
permanent chocks installed. Tail walkers do not require annual proficiency testing and need
not be fully qualified in al towing procedures as long as this is their only task. Thorough
pre-tow briefings by a qualified towing supervisor will satisfy the training requirement.
NOTE: Where movement of small aircraft is accomplished, the tail waker may be
eliminated at the discretion of the tow team supervisor. The use of a tail walker in third
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generation HAS may aso be eiminated a the discretion of the supervisor. Earlier
generation HAS do not have sufficient clearance to allow the elimination of the tail walker.

2.2.4. Steerable Gear. Steerable landing gear (including outriggers) will be set in tow position
before the aircraft is moved and returned to original position after the tow bar has been
removed. The supervisor will ensure personnel in the cockpit have been instructed to allow the
nose gear steering wheel to turn freely and not to attempt to steer or turn the nose wheel any
time the tow bar is connected to the aircraft.

2.2.5. Personnel Riding or Walking. Under no circumstances will personnel walk between the
nose wheel of an aircraft and its towing vehicle, nor will they ride on the outside of a moving
aircraft, on the tow bar, or on the outside of the vehicle unless an authorized seat is provided.
No person will attempt to board or leave a moving aircraft or towing vehicle.

2.2.6. Night Crew Signals. Two luminous wands will be issued to towing team members who
require wands. The use of wands by the towing team supervisor will be required even when the
aircraft interphone contact is established with the towing team supervisor, the towing tractor
operator, and the brake person in the cockpit. Wands or wingtip lights will be used by other
tow team members, as required, to warn any aircraft traffic that may approach.

2.2.7. Control Tower Clearance. Before towing an aircraft on or across an established taxiway
or runway, the supervisor will obtain clearance from the control tower. At no time will any
aircraft be towed on or across runways or taxiways without advance approval of the control
tower. The primary means of communication will be the aircraft radio. An aternate method
(when conditions restrict aircraft battery operation) is through an escort vehicle in direct radio
contact with the control tower. The radio-equipped escort vehicle will accompany the aircraft
throughout the towing operation.

2.2.8. Towing Speed. Towing speed will not exceed that of walking team members, with a
maximum of 5 miles per hour.

2.2.9. Brakes. To prevent serious mishaps, aircraft brake systems will be charged before each
towing operation, and towing will be stopped immediately if brake pressure drops below safe
operating limits. Aircraft with faulty brakes will not be towed, except to repair facilities, and
then, only with personnel standing by ready with chocks for emergency use.

2.2.10. Tow Bars. Before moving any aircraft, the towing vehicle, tow bars and connections,
and other associated equipment will be inspected by the tow team supervisor for defects. Only
authorized equipment in good condition will be used in towing operations.

%2.2.11. Chocks. Chocks will be immediately available in case of emergency throughout
towing operations and will be properly placed before the towing vehicle is unhooked. When
towing or parking aircraft with snow, ice, or frost present anywhere on the parking ramp or
towing surface, sand bags and chocks will be available and used. Heavier tow vehicles with
chains will be used to improve starting and stopping traction during tow operations on ice- or
snow-covered towing surfaces. Chocks or other support equipment will not be placed on or
hung from any part of the aircraft exterior during towing or repositioning.
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2.2.12. Starts and Stops. When moving aircraft, tow vehicle operators will not stop and start
suddenly. Aircraft brakes will never be applied when an aircraft is being towed, except in
emergencies and upon instructions given by any team member. Before the towing vehicle is
unhooked from the aircraft, chocks will be properly placed and the aircraft’ s brakes set.

2.2.13. Equipment, Stands, and Similar Materials. The supervisor will ensure al equipment,
workstands, loose aircraft parts, and other materials are removed from the vicinity of an
aircraft and are properly stored. When any equipment or materials are left outside, they will be
secured to prevent accidental movement by winds or jet and propeller blasts.

2.2.14. Entrance Doors, Ladders, and Down Locks. To avoid possible worker injury and
aircraft damage during towing operations, entrance doors will be closed, ladders will be
retracted or removed, and landing gear down locks instaled. The only allowable deviations
from these requirements will be according to specific aircraft TOs.

2.2.15. Struts and Tires. Prior to towing any aircraft, towing team members will check nose
and main landing gear struts and tires for proper inflation. Unless the applicable TO requires a
gauge check, avisua check of tires and struts will be adequate for towing purposes.

2.2.16. Docks. When a multi-engine aircraft with four blade propellers is moved (particularly
into and out of docks), the following precautions will be taken to avoid possible damage:

2.2.16.1. Place propellersin an “X” position or in a position determined to be suitable for
the aircraft and dock combination.

2.2.16.2. Maintain landing gear main strut and nose gear strut extension suitable for the
aircraft and dock involved.

2.2.16.3. Inflate or deflate tires as necessary to provide required clearances, but do not
exceed minimum or maximum pressures.

2.2.16.4. Keep hydraulic brake pressure at or above safe minimumes.

2.2.16.5. Station two team members in a position to observe the top clearance of propeller
blades (paragraph 2.2.16.1.).

2.2.16.6. Clear ramps of snow and ice for a distance of 100 feet in front of the dock doors
and far enough to each side to accommodate all landing gear wheels.

2.2.17. Towing Vehicle Inspections:

2.2.17.1. Tow vehicle operators will ensure al towing equipment is serviceable and
functioning properly before starting any towing operation.

2.2.17.2. Before the tow bar is hooked to the aircraft, the tow team supervisor will inspect
the tow vehicle for defects or extraneous materia that may interfere with safe operation.
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2.2.17.3. The unit vehicle control plan will ensure a qualified operator inspects each tow
vehicle at least once each shift to see that the cab and bed are clear of al extraneous
materials and the vehicle isin safe working condition. Towing connections will be inspected
before each use. Pintle assemblies and towing connections will be secured with a pintle
hook safety or cotter pin that will positively lock towing connections. When mechanical
defects affecting safety are found on tow vehicles, the equipment will be taken out of
service and reported to vehicle maintenance for repairs.

2.2.18. Approach of Towing Vehicle. When approaching the aircraft to be moved, the tow
vehicle driver will stop a least 50 feet from the aircraft and proceed only on specific
instructions from the tow team supervisor.

2.2.19. Towing Clearance. The towing vehicle distance behind another aircraft or another
vehicle will not be less than 50 feet. Greater distances (at least 150 feet) will be used when
towing aircraft with faulty brakes.

2.2.20. Towing Aircraft Without Access to Cockpit. When cocooned aircraft without seat,
brakes, or closed and sealed canopies are moved, chocks will be immediately available
throughout towing operations in case of emergency.

2.2.21. Engine Operation. As a general rule, aircraft will not be towed with engines operating.
The following two exceptions apply to aircraft towing operations with engines running:

2.2.21.1. Civilian contract air carrier jet engine transport aircraft may be towed or pushed
short distances with engines operating according to Federal Aviation Administration-
approved procedures contained in operations and maintenance handbooks. Copies of these
procedures should be carried aboard the aircraft.

2.2.21.2. Air Force aircraft may be pushed back with engines running to support non-
routine or abnormal operational requirements. These push-back procedures will be
supported by engineering analysis and published in the aircraft Dash-1 TO.

%2.3. Taxiing Operations. Aircraft will not be taxied closer than 100 feet to an active runway
where aircraft are operated unless they are taxiing on an established taxiway. Wing walkers will be
used when the aircraft is taxied within 25 feet of an obstruction. Wing Commanders may waive
this provision for locally based aircraft, if established taxi lines are marked and obstructions are
either permanent or other aircraft parked are on established parking spots or lines. Aircraft will
not be taxied within 10 feet of an obstruction, unless under one of the following circumstances.

During contingency operations when compliance would restrict the mission.

From dert, readiness, or protective shelters. A plainly visible centerline must be painted
along the exit path and a marshaler will be used.
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Operating locally based aircraft from parking spots specificaly designed for those aircraft.
Parking spots will have a minimum 10-foot wingtip clearance between aircraft and clearly
marked taxi routes, and support equipment shall be placed in designated locations. A
marshaler will be used.
NOTE: On aircraft with swept-back wings, the wingtip path extends beyond the straight line path
when the aircraft isin aturn. The amount depends on the degree of turn and the degree of sweep
on the wings.

% 2.3.1. Cleaning of Canopies and Windshield. The aircraft canopy and windshield will be clean
before the aircraft is taxied.

%*2.3.2. Lights. Aircraft position lights will be ON from just before engine start until engine
shutdown. The following aircraft are exempt:

2.3.2.1. T-38 and C-21 aircraft during daylight hours.

2.3.2.2. Jet aircraft in approved sound suppressers.
NOTE: Specid care will be exercised to not blind the directing ground crew members when
taxiing with landing lights on (AFI 11-218).

%2.3.3. Doors and Hatches. Personnel will comply with operating instructions and checklists
for securing doors and hatches before starting engines, taxiing, or actual flight. Unless a
specific requirement exists, no aircraft will be taxied with open doors or hatches. Aircraft
commanders will brief all personnel on board that they will not attempt to leave or enter the
aircraft while it is in motion. If a door warning light comes on during taxiing, the aircraft will
be brought to a complete stop when operational or airfield constraints allow, and the cause for
the warning will be determined.

2.3.4. Communications. Aircraft will not be taxied without clearance. Radio contact will be
maintained with the control tower throughout taxi operations. Taxi speeds in uncongested
areas will be reasonable, with the safety of the aircraft and personnel the determining factors.
Standards outlined in Dash-1 handbooks will govern taxi operations under varying wind
conditions.

2.3.5. Crossing Behind Aircraft. Personnel, vehicles, and towed aircraft will remain clear of
taxiing traffic and will not pass within 200 feet of the rear of an aircraft with engines running.

2.3.6. Ramp Areas. Aircraft parked in ramp areas will be taxied only after an “ALL CLEAR’
signal is given by aresponsible ground crew member.

%*2.3.7. Signaling at Night. At night, ground crewmembers will use two luminated wands for
signaling taxiing aircraft (paragraph 2.2.6.). Refer to AFI 11-218 for additional information
and details.

2.3.8. Taxiing Near Other Aircraft. Pilots and taxi-qualified technicians will use minimum
power when moving from a row of parked aircraft and will taxi in a way that prevents blast
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from propellers or jet exhausts from endangering personnel, parked aircraft, or other property.
The minimum safe distance to the rear of ajet aircraft operating at 100-percent power setting
has been established as the point where blast effects do not exceed 35 miles per hour velocity
and 38 degrees Celsius (C) (100 degrees Fahrenheit [F]). See aircraft TOs for recommended
safe distance.

2.3.9. Jet Runup Areas. Adequate caution signs will be posted at entrances, gates, and other
approaches to jet runup areas to direct attention to the hazards of such operations.
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Chapter 3
AIRCRAFT JACKING OPERATIONS

3.1. Hazards and Human Factors. Extensive damage to aircraft and serious injury to personnel
have resulted from careless or improper jacking procedures.

3.2 General Requirements:

%*3.2.1. To ensure the safety of both aircraft and personnel, all persons involved in jacking
operations will be thoroughly familiar with the applicable TOs or handbooks for the particular
aircraft involved. Jacks will be operated, maintained, inspected, and tested according to
applicable TOs. The procedures outlined in these publications will be strictly adhered to when
jacking aircraft. As an added safety measure, jacks will be inspected before use to verify lifting
capacity, proper functioning of safety locks, conditions of pins, and genera serviceability.
Documentation of these inspections should be maintained by the supervisor in the work
section. When the integrity of ajack is questionable, the supervisor will be notified and the jack
immediately removed from service.

3.2.2. Before the aircraft is raised on jacks, all workstands and other equipment not designed
to be under the aircraft during jacking will be removed. If the normal weight-and-balance
condition of the basic aircraft has been redistributed by removal of heavy items, weight will be
added where required to reestablish the center of gravity before jacking the aircraft (specific
aircraft TOs contain procedures to safely jack the aircraft). Personnel will not remain in the
aircraft whileit is being raised or lowered, unless directed by TO procedure to observe leveling
instruments. The prescribed jack pads to aircraft jacking pad fittings and the correct adapters
to jack screw extensions will be installed. Before the aircraft is raised or lowered, chocks will
be removed and the brakes released.

3.2.3. Safety stands of suitable design and capacity will be installed under the wings and tail of
the aircraft after it has been raised and leveled when the possibility of equipment fallure exists
or when an unbalanced condition may occur.

3.2.4. Personnel will not be permitted to pass under or climb or walk on any portion of the
aircraft (except as operationally necessary to perform maintenance) when the entire aircraft is
supported by jacks. The area around the aircraft will be properly secured and appropriate
warning signs posted. For depot maintenance facilities, all entrances to the work area will be
posted alerting personnel that the aircraft is on jacks. All personnel not directly involved in the
jacking operation or performing maintenance required while the aircraft is on jacks will remain
outside the posted area.

3.2.5. Engines and other major components, such as wing panels and stabilizers, will not be
changed when the aircraft is resting on jacks with the landing gear clear of the ramp or floor.
No deviations from this restriction are authorized unless provided for in the applicable aircraft
TO.
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3.2.6. The ram locknut will lower under its own weight or be turned down by hand as the ram
is extended and remain against the lift tube cylinder during the jacking procedures. Other types
of jacks, if equipped with locking pins or nuts, will be set immediately after jacking has been
completed. The 35A-series TOs will be consulted for specific instructions.

3.3. Specific Requirements:

3.3.1. Outside Jacking. Aircraft may be supported on jacks outside hangars when wind
conditions permit. When specifications for wind velocity for a particular aircraft are not
available, maintenance personne will accept a velocity of 15 miles per hour as the safe
maximum for outside jacking operations. Outside jacking should be done on a level surface.
High tail surfaces of some aircraft, exposed to even a moderate wind, require specidl
consideration when outside jacking is contemplated. Before attempting outside jacking,
maintenance personnel will familiarize themselves with the appropriate TO for the aircraft
involved.

3.3.2. Hangar-Dock Jacking. Normally, hydraulic pumping units used to operate aircraft lifting
jacks will not be operated in aircraft hangars. However, the operation of such equipment in
hangars will be permitted when authorized by the logistics group commander, ground safety
representative, and installation fire chief. When authorized for use, all spark-producing
components of the equipment and any other possible ignition source shall be at least 18 inches
above the floor (NFPA 410 and NFPA 70, National Electrical Code [NEC]). A minimum of
25 feet will be maintained between the aircraft and the hydraulic pumping unit, and this unit
will be positioned in an area entirely free of combustible material. The engine installed on the
pumping unit will be properly grounded.

3.3.3. Releasing Jacks. Before releasing jack pressure and lowering the aircraft, maintenance
personnel will ensure the area underneath is clear of all equipment, cribbing, and personnel and
verify the aircraft is ready for lowering. They will ensure the landing gear is completely down
and locked in position and all ground locking devices are installed. Only personnel required to
operate the jacks and to free the struts will remain in the vicinity of the aircraft during lowering
procedures. The aircraft will be lowered dowly and evenly to the surface. Care will be
exercised when removing the jacks from under the wings in order not to damage the aircraft
skin or structure. Jacks will be removed safely by first turning down the jack screw extension
and then depressing the ram into the cylinder. To avoid possible injury from depressing the
ram, personnel will not place any part of their hands on top of the ram.

3.3.4. Landing Gear Retraction Tests. When making retraction tests of landing gear, the opera-
tion shall be directed oradly by the use of interphone system or orally after obtaining visua
assurance from a person outside the aircraft that the wheel well and swing areas are clear.

%*3.3.5. Fire Fighting Equipment. Maintenance personnel will ensure suitable portable fire

fighting equipment is readily available and positioned properly (AFOSH Standard 91-56 and
TO 00-25-172).
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Chapter 4
AIRCRAFT CLEANING AND DECONTAMINATION

4.1. Hazards and Human Factors. Physicd hazards are present in the form of falls from aircraft
during cleaning operations, contact with cleaning materials (flammable solvents and vapors of sol-
vents), and spills of solvents. In addition, aircraft contaminated with radioactive materials pose
serious health hazards.

%4.2. General Requirements. To prevent falls when cleaning aircraft, personnel should not be
alowed to climb or walk on wet surfaces while the aircraft is being washed. Separate elevated
work platforms and long-handle brushes will used to the maximum possible. If it is absolutely
necessary to walk on aircraft wings or other surfaces during washing, extreme care will be
exercised and localy designed systems such as sky-lines, to which safety harnesses can be
attached, will be used paragraph 8.2.5. Personnel will wear adequate protective clothing and
chemical-splash goggles when cleaning aircraft, particularly when cleaning aircraft with chemicad
brightening agents, caudtics, acids, phenolic compounds, or other chemicals. Appropriate
footwear will also be worn to aid in preventing falls while working on wet surfaces (AFOSH
Standard 91-31). Requirement for respirators will be coordinated with the installation BEE. Only
authorized cleaning agents will be used. AFOSH Standard 48-21 should be reviewed for require-
ments on the Hazard Communication Program.

%*4.2.1. Flammable Solvents. Nonflammable nontoxic solvents will normally be used for
aircraft cleaning as described in TO 1-1-691, Aircraft Weapons Systems Cleaning and
Corrosion Control. However, when authorized by TOs or other guidance, flammable solvents
may be used when cleaning aircraft. This will be a coordinated, approved, and well-planned
operation involving the appropriate group commander and installation ground safety, fire
department, and BE officias. All potential sources of ignition will be prohibited within 50 feet
of the operation, and warning signs will be posted. Suitable auxiliary fire fighting equipment
will be kept close a hand at the discretion of the fire chief. The aircraft will be effectively
grounded at al times to prevent the collection of static charges. When an aircraft is being
washed or cleaned with flammable solvents and electrical storms are occurring within 5 nm or
less, the operation will be suspended unless the operation is inside and the facility incorporates
approved lightning protection systems. (Also see paragraph 1.2.15.)

4.2.2. Spills of Cleaning Materias or Solvents:

4.2.2.1. The instalation fire department will be immediately advised if there is a spill of
flammable solvents.

4.2.2.2. Environmental pollution control procedures for spills of flammable or non-
flammable solvents will be according to installation spill prevention control and reporting
plans.

4.3. Aircraft Cleaning Operations: (Also see paragraph 1.2.3.3.4.)
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%*4.3.1. At no time will maintenance personnel clean aircraft parts, hangar floors, equipment,
or clothing with gasoline or unauthorized solvents. All cleaning will be done with approved
high flashpoint or nonflammable substances or liquids whenever possible. Flammable liquids
will be stored as specified in AFOSH Standard 91-43.

4.3.2. Wiping cloths, oily waste, and other flammable materials will be placed in suitable, self-
closing metal containers which will be available for use. These containers will be emptied and
the contents disposed of at the end of each shift. CAUTION: Do not put soiled rags in sealed
plastic bags, because of the possibility of spontaneous combustion due to heat buildup.

4.3.3. Smaller amounts of flammable solvents should be stored with adequate ventilation and
fire extinguishers aways available. Storage areas should be kept cool (55- to 80-degrees F)
and free from spark- or heat-producing equipment. Absorbent material should be available to
safely clean up spills.

4.3.4. It isimportant to remember that the flammable and toxic vapors are the most hazardous
aspect of solvents. It is the flammable vapors that burn and toxic vapors that cause
occupationa illnesses.

%*4.3.5. In any transfer of a gallon or more of flammable solvent, the containers should be
bonded. Free flow of the solvent through air should also be avoided, since a static charge can
build between the solvent and the air. Remember, to have an effective bonding, there must be
metal-to-metal contact.

4.3.6. For safe spill handling, a material should be used which actually controls the hazard. In
the case of flammable solvents, this means a material which will adsorb the vapor as well as the
liquid spill. A vapor absorbent material will bind the vapors, controlling the hazard. Even if an
ignition source is present, the spill will not burn. The binding of the vapors removes the fuel
from the area, and there is nothing left to burn.

4.4. Fire Control:

4.4.1. Class B extinguishers will be used for flammable solvents. Anyone working in a solvent
area will be trained and proficient in the use of the extinguisher. In no case should water be
used.

4.4.2. Extinguishers should be adequate for the size of possible fires. A galon of burning
solvent can cover between 25 and 50 square feet, yet many small extinguishers will only cover
2 sguare feet. The fire department will be consulted to ensure extinguishers with the proper
capacity are obtained.

4.4.3. Workers will be trained to remain vigilant after a fire is extinguished because flammable
solvent may till be underneath the extinguishing material. If an ignition source is present, the
vapors can ignite again.



4.4.4. Workers will also be trained to be cautious around solvent which is burning in a
container. When flames begin to die and the container cools, the change in pressure may suck
the flame back into the container, causing the remaining vapors to explode. Safety cans and
solvent storage cabinets will have flash arresters to prevent flame from entering the container.

4.5. Decontamination of Aircraft Contaminated With Radioactive and Toxic Materials:

4.5.1. An aircraft suspected of being contaminated will be taxied immediately after landing, by
the most direct route, to a pre-approved parking area away from active flight line activities and
facilities. CAUTION: To limit the spread of contamination, the prevailing winds and the
location of drains should be considered as factors in determining selected isolation aress.

4.5.2. A controlled area will be established around the aircraft, and deplaning aircrew members
will be monitored and decontaminated, as necessary, under the supervision of the BEE.

%*4.5.3. Management and decontamination of the aircraft will be done according to TO 00-
110A, Inspection Maintenance Actions Storage, and Disposition of Aircraft, and related TOs.

45.3.1. The BE personnel will provide persona dosimeters and appropriate safety and
health briefings to maintenance personnel who work on the aircraft.

4.5.3.2. Maintenance personnel with open wounds or sores will not work in contaminated
areas or on contaminated equipment.

4.5.3.3. Personnel, when working in contaminated areas, will not drink, smoke, eat, or chew
gum.

4.5.3.4. Persona articles such as watches and rings will not be worn while working in a
contaminated area or on contaminated or potentially contaminated aircraft.

4.5.3.5. Maintenance personnel who work in a contaminated area or on contaminated
equipment will not (unless absolutely necessary) handle telephones, reports, or other articles
which cannot be readily decontaminated.

%*4.5.3.6. Required PPE, approved by BE and ground safety officials, will be worn by al
personnel entering the controlled area (AFOSH Standard 91-31).

35



Chapter 5
AIRCRAFT TIRE MOUNTING AND SERVICING OPERATIONS

5.1. Hazards and Human Factors. Personnel frequently expose themselves to potential injury
when they fail to use proper equipment or to obtain helpers when they remove and handle aircraft
tires or wheels. When personnel do not use tire cage guards or use tire inflation equipment
properly (over-inflate high pressure tires, use uncalibrated equipment, etc.), they set the scene for
injury to personnel and damage to equipment.

5.2. Aircraft Tire Mounting. When mounting or removing heavy aircraft tires, maintenance
personnel will use tire dollies or other appropriate mechanical devices. Sufficient work force is
also necessary, in addition to mechanica aids, to safely handle heavy tires and wheels.

5.2.1. To prevent possible injuries to maintenance personnel, tire cage guards will be used
during the inflation of tires in the shop. Extreme caution will be used to avoid over-inflation of
high pressure tires. Air supply lines will be equipped with proper regulators to prevent
excessive pressure (over 50 ps) being delivered to the tire. In field operations, TO 4T-1-3,
Tires and Tubes, and the applicable aircraft TOs will be consulted. When using the remote tire
inflator assembly kit, TO 4T-1-3 will be consulted.

%5.2.2. Only authorized safety tire inflation equipment will be used for flight line or hangar tire
inflation. For tires with a maximum tire pressure (MTP) requirement of less than 50 ps, arelief
valve will be set to 100 psi. For tires with a MTP requirement of more than 100 ps, a relief
valve will be set to 20 psi over the MTP requirement. The inflator equipment will utilize a 10-
foot hose or longer for pressure exceeding 50 psi, alowing the servicer to be positioned
forward or aft of thetire, and clear of potential wheel failure fragments.

5.2.2.1. The supply pressure source, especialy high pressure gas cylinders, will possess a
pressure reducing regulator. The regulator shall be set to provide a controlled inlet pressure
not to exceed the required tire pressure by a factor of 50 percent or 600 psi, whichever is
less.

5.2.2.2. Only qualified precision measurement equipment laboratory (PMEL) personnd will
adjust and (or) calibrate tire inflation equipment. Applicable TOs will be referenced for time
requirements.

%5.2.3. Tire temperatures are more critical as aircraft become faster and heavier. Nitrogen gas
is often preferred for inflating tires because the oxygen in compressed air reacts with the tire
rubber at high temperatures and pressures. This results in deterioration, decreased tire life, and
a blowout hazard. If compressed air is used, it will be oil- and water-free. Hose materia will be
compatible with the servicing agent (air or nitrogen) being used. There are two types of
gaseous nitrogen available in the Air Force supply system:

5.2.3.1. Oil-free nitrogen commonly called water-pumped nitrogen, will be used for inflating
aircraft tires. Guidance for portable, nitrogen (converter) supply system cart (PN
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A040111000) will be consulted. WARNING: Never inflate a tire using nitrogen directly
from the supply cylinder.

5.2.3.2. Oil-tolerant nitrogen, commonly called oil-pumped nitrogen, will not be used for
tire inflation because this material may cause an oil film to build up on the inside of the tire
and soak into the rubber. If compressed air (the legal aternative) is later used to inflate the
tire, a combustible mixture is produced within the tire by the hydrocarbon film in contact
with compressed air.

5.3. Aircraft Wheel Removal. Aircraft tires are not required to be deflated prior to being
removed to support other maintenance tasks if immediately replaced when the tasks are compl ete.
In al other removal tasks, tires must be deflated before wheedl and tire assemblies are removed
because of hazards to maintenance personnel. (See TO 4T-1-3 for procedures for aircraft wheel
removal tasks.)

%5.4. Employee Training. The supervisor shall ensure workers who service wheels are trained
in correct procedures for each type of wheel being serviced. Supervisors will not alow untrained
personnel to service wheels. Although targeted to automotive personnel, the film entitled,
“Working Safely With Multipiece Rims,” Product Identification Number (PIN) 605748, is
encouraged for use in the training. The film is available through the Defense Automated Visua
Information System (DAVIS) at www.redstone.army.mil/davis.

54.1. Information to be used in the training program shall include, as a minimum, the
applicable data contained in the TO and the contents of this chapter.

5.4.2. If any worker has difficulty in reading or comprehending the contents of the TO, the
supervisor will take action to ensure the employee is instructed in a manner they can
understand. It is important to emphasize the consequences of failure to follow the TO
guidance.

%5.4.3. The supervisor shal ensure each employee demonstrates and maintains the ability to
service aircraft wheels safely, including performance of the following tasks:

5.4.3.1. Demounting of tires (including deflation);
5.4.3.2. Ingpection and identification of the wheel components;

5.4.3.3. Mounting of tires (including inflation) with the appropriate safety devices required
by this section;

5.4.3.4. Use of tire cages and other equipment required by this section;
5.4.3.5. Handling of aircraft wheels;

5.4.3.6. Inflation of the tire when whedl is mounted on an aircraft or during in-shop
mai ntenance;

37



5.4.3.7. An understanding of the necessity of standing outside the tragjectory both during
inflation of the tire and during inspection of the wheel following inflation;

5.4.3.8. Instalation and remova of whedls; and

5.4.3.9. Wearing appropriate PPE (e.g., goggles and [or] face shield) during the tire
inflation process.

5.4.4. The supervisor shall evaluate each employee’s ability to perform these tasks safely and
shall provide additional training as necessary to ensure each employee maintains proficiency.

5.5. Tire Servicing Equipment. The supervisor shall ensure arestraining device for inflating tires
on wheels is available. The restraining device or barrier shall comply with the following
requirements:
5.5.1. Each restraining device shall have the capacity to withstand the maximum force that
would be transferred to it during a wheel separation occurring at 150 percent of the maximum
tire specification pressure for the type of wheel being serviced.
5.5.2. Restraining devices shall be capable of preventing the wheel components from being
thrown outside or beyond the device or barrier for any wheel positioned within or behind the
device.
5.5.3. Restraining devices shall be visualy inspected prior to each day’s use and after any
separation of the wheel components or sudden release of contained air. Any restraining device
exhibiting defects, such as the following, shall be immediately removed from service and an AF
Form 979, Danger Tag, attached until repaired or reinspected:
5.5.3.1. Cracks at welds;
5.5.3.2. Cracked or broken components;

5.5.3.3. Bent or sprung components caused by mishandling, abuse, tire explosion, or wheel
Separation;

5.5.3.4. Pitting of components due to corrosion; or
5.5.3.5. Other structural damage which would decrease its effectiveness.
5.5.4. Periodic checks will be made on all welds by NDI methods.
5.5.5. Hoses will be inspected periodically and replaced as required.
5.5.6. Restraining devices requiring structural repair (such as component replacement or

rewelding) shall not be returned to service until they are certified by either the manufacturer or
aregistered professiona engineer as meeting the strength requirements of the TO.
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5.5.7. The supervisor shal ensure an air line assembly consisting of the following components
isused for inflating tires:

5.5.7.1. The specified service chuck;
5.5.7.2. Anin-line valve with a pressure gauge or a pre-settable regulator; and,

5.5.7.3. A sufficient length of hose (at least 10 feet) between the clip-on chuck and the in-
line valve to alow the employee to stand outside the trgjectory.

5.5.8. Current charts, TOs, or manuals containing instructions for the types of wheels being
serviced shal be available in the service area.

5.5.9. The supervisor shall ensure only tools recommended in the TO or manual for the type of
aircraft wheel being serviced are used.
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Chapter 6
FLIGHT LINE VEHICLE OPERATIONS

%6.1. Hazards and Human Factors. The safe operation of al government and civilian motor
vehicles on the flight line is absolutely essential to normal aircraft operations and maintenance.
Motor vehicles present a clear and definite danger to aircraft and ground personnel. Carelessness,
haste, and disregard for established safety standards are the primary causes of high accident
potential (HAP) incidents, aircraft-vehicle mishaps, and personnel injury on the flight line.

%6.2. General Requirements. The standards and directives on the following pages have been
established for the control of al motor vehicles on Air Force instalation flight lines. Persons
assigned to the flight line or to activities related to the flight line will be knowledgeable of and
comply with these requirements. Responsible supervisors will evaluate their personnel at frequent
intervals to ensure they are in full compliance with established guidelines (Air Force Joint Manual
[AFIMAN] 24-306, Manual for the Wheeled Vehicle Driver, and AFl 13-213, Airfield
Management and Base Operations).

6.3. Responsibilities. The following responsibilities will be assigned to ensure only trained per-
sonnel are authorized to drive on Air Force installation flight lines.

%6.3.1. Security Police. The chief of security police will monitor flight line vehicle operations
for compliance with this standard and local directives. Only operators and vehicles designated
by the wing commander or airfield manager, as prescribed in AFIMAN 24-306, ARl 13-213,
and Air Force Regulation (AFR) 125-14, Motor Vehicle Traffic Supervision, will be given
access to the flight line.

6.3.2. Acquisition Management Division. The chief of acquisition management (contracting
divison) will:

6.3.2.1. Ensure contractors understand and comply with these regulations.

6.3.2.2. Inform security police and airfield management of contractors who need to operate
vehicles on the flight line or may impact airfield operations.

6.3.3. Safety. The ground safety manager will:
6.3.3.1. In coordination with the airfield manager, administer briefings to temporary duty
(TDY) groups (Red Flag, etc.) on base. The briefings will consist of items peculiar to the
installation environment and vehicle operations. The airfield manager is responsible for
briefing TDY personnel on local flight line procedures, if applicable.

6.3.3.2. Coordinate on lesson plans and tests for local flight line vehicle operations. Ensure
vehicle operator briefingsinclude al local flight line traffic rules and hazards.
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6.3.3.3. Coordinate on local directives or operating instructions which establish flight line
traffic flow patterns and parking plans.

6.3.4. Airfield Management. The chief of airfield management will:

6.3.4.1. Establish a program for issuing an AF Form 483, Certificate of Competency,
endorsed for flight line driving.

6.3.4.2. Ensure appropriate training is provided to non-Air Force and contractor operators
before they are allowed to drive day or night on the flight line.

6.3.4.3. Coordinate on lesson plans and tests for local flight line vehicle operations and train
unit Vehicle Control Officers (VCO) and Vehicle Control Non-Commissioned Officers
(VCNCO).

%6.3.4.4. Develop a program to control and identify privately-owned vehicles authorized
access to the flight line (AFI 13-213).

6.3.5. Squadrons and Support Organizations. Squadron and support organization commanders
who have personnel authorized to operate motor vehicles on the flight line will, in compliance
with local procedures:

6.3.5.1. Ensure immediate supervisors personally ascertain their vehicle operators are
qualified for the type vehicle and task. Also consider physical and (or) mental problems or
stress before the person is assigned the task.

6.3.5.2. Review individuas AF Form 110, Individual Incident Reference Record, and
AF Form 1313, Driving Record, (located at security police) to determine their
qualifications, before permitting them to operate vehicles and (or) equipment on the flight
line.

6.3.5.3. Ensure VCOs and designated flight line driving instructors give both a day and
night check ride to al new operators before they are allowed to operate vehicles on the
flight line. Include routes, limitations, runway and taxiway crossing, and any other local
procedures for driving on the flight line in the orientation check ride.

6.3.5.4. Determine the number of squadron flight line driving instructors to be designated.

6.4. Operating Standards. The following standards will be observed at all times when vehicles
are operated on the flight line. Care, attention, and strict adherence to these precautions will
prevent accidental damage to aircraft and injury to personnel. Personnel who are authorized to
operate motorcycles, mopeds, bicycles, or tricycles on the flight line will conform to flight line
vehicle traffic standards.

6.4.1. Speed Limits. No vehicle will be operated at a speed in excess of that deemed reasonable
and prudent for existing traffic, road, and weather conditions. Emergency vehicles will not

41



automatically assume the right of way. The following speed limits are for general purpose
vehicles: NOTE: Vehicles responding to Red Ball exercises and precautionary landings are not
authorized to exceed these limits.

6.4.1.1. Vehicle Parking Areas— 5 miles per hour.

6.4.1.2. Aircraft Parking Ramp — 15 miles per hour maximum. NOTE: The speed limitis5
miles per hour within 25 feet of an aircraft.

6.4.1.3. Hight Line Access or Bypass Road — 15 miles per hour as designated by
installation commander.

6.4.1.4. Taxiways and Inactive Runway — as designated by installation commander based
upon local conditions.

6.4.1.5. Designated Traffic Lanes on the Ramp or Taxiway in Congested Areas or Within
200 Feet of Aircraft Parking Areas — 15 miles per hour.

6.4.2. Aircraft, Equipment, and Trailer Towing:

6.4.2.1. Towing speed is 5 miles per hour for al arcraft and two or more maintenance
stands. Towing speed for one maintenance stand is 10 miles per hour.

%*6.4.2.2. The maximum towing speed for AGE, such as compressors, ground power units,
oxygen carts, and similar equipment, is 15 miles per hour. (See paragraph 8.3.4. for
additional information on AGE.)

6.4.2.3. No more than four type B1, B4, B5, and similar small stands may be towed as
follows: two sets of two in tandem on a double hitch or two in tandem on a single hitch.
Type B3, J7, and similar large stands will be towed singly on a center mounted hitch. Four-
wheeled units will not be towed behind two-wheeled units. Large pieces of AGE, when
towed in tandem, will not block the driver’s vision of the last item being towed.

%*6.4.2.4. Safety or cotter pinswill be used to secure pintle hooks and trailer hitches.

%6.4.3. Fight Line Driving: (NOTE: Vehicle operators will not approach within 50 feet of an
aircraft being towed.)

6.4.3.1. Private Motor Vehicles (PMV). The operator will possess a valid state driver's
license and an AF Form 483 endorsed for flight line driving. The airfield manager will
provide flight line training to contractor personnel (paragraph 6.3.4.).

6.4.3.2. Motorcycles. Motorcycles, mopeds, or scooters may be authorized to operate on
the flight line. If authorized, the following provisions will apply:
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%*6.4.3.2.1. Appropriate protective equipment as outlined in AFI 91-207 will be worn
any time the motorcycle isin motion.

6.4.3.2.2. No passengers will be carried.

6.4.3.2.3. The operator will have successfully completed Course IVA or B outlined in
AFI 91-207.

6.4.3.2.4. Motorcycles will be operated with headlights on at al times. If authorized to
be operated on the flight line at night, mopeds and scooters will have a headlamp and
reflectors front and rear.

6.4.3.3. Bicycles and Tricycles. A bicycle or tricycle operator will be knowledgeable of
requirements in this chapter and local directives. The following provisons apply when
bicycles or tricycles are authorized on the flight line.

6.4.3.3.1. Tricycles. When parked on the flight line, will have a suitable braking device
engaged to prevent inadvertent movement.

6.4.3.3.2. Bicycles and Tricycles. For night operation, will be equipped with an
operational headlamp (turned on) and reflectors or reflector tape.

6.4.3.3.3. Bicycles and Tricycles. When parked a night on the flight line, will be
positioned so they will not impede the traffic flow of aircraft or motor vehicles.

6.4.3.4. Other Vehicles. If authorized to be operated on the flight line, eectrical, gas, or
gasoline-powered golf-type carts or similar utility vehicles will follow all rules established
for al general and special purpose vehicles and will be equipped with forward and rear
lamps if operated at night.

6.4.4. Entering or Leaving the Flight Line Driving Area:

6.4.4.1. All vehicles, except emergency and aert vehicles responding to an aert or
emergency, will stop prior to entering the flight line regardless of where they enter.

6.4.4.2. Traffic lanes on the aircraft parking ramp are normally the areas to the right of the
aircraft.

6.4.4.3. Unless prevented by local procedures, al traffic flow on the aircraft parking ramp
shall be parallel to the noses of the parked aircraft with the driver’s side toward the aircraft.
Vehicles will not be driven diagonally across the parking ramp, but at 90-degree angles to
the driving lanes.

6.4.5. Vehicle Parking:

6.4.5.1. Vehicles will not be backed or parked in the immediate vicinity (25 feet to front 200
feet to rear) of any aircraft, except as authorized for operations such as loading or
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unloading, servicing, or towing. A spotter will be posted when a vehicle is backed towards
an aircraft. Pre-positioned wheel chocks will be used to prevent vehicles from being backed
into aircraft.

6.4.5.2. The brakes on al parked vehicles will be set.

%*6.4.5.3. All unattended vehicles will be parked so they will not interfere with the aircraft
being towed or taxied. Ignition will be turned off; keys will be left in the ignition; and the
gear lever will be put in reverse gear for vehicles with manua transmissions and in the
‘park’ position for vehicles with automatic transmissions. All vehicles parked and left
unattended will have brakes set or will have chocks placed both in front of and behind one
of the rear wheels. One chock will be placed between the tandem wheels of dua (tandem)
axle vehicles. The only vehicles exempt from these requirements are dert and emergency
vehicles responding to an alert or emergency.

6.4.5.4. All wheded AGE and maintenance equipment will be braked or, if not equipped
with brakes, chocked.

6.4.5.5. When aircraft engines are operating or being started, no vehicle will be parked or
driven closer than 25 feet in front of or 200 feet to the rear of any aircraft, except as
prescribed in the applicable aircraft handbook. Vehicles parked at the side of the aircraft will
be located clear of the wingtips, clearly visible to personnel in the aircraft cockpit.

% 6.4.6. Passengersin Vehicles:

6.4.6.1. Personnel will not ride on any part of avehicle not intended for carrying passengers
nor will they ride in or upon trailers.

6.4.6.2. Passengers will remain seated while the vehicle isin motion and will keep their arms
and legs within the vehicle body.

6.4.6.3. Passengers will use available seat belts at al times while the vehicleisin motion.
6.4.6.4. Passengers will not ride in the doorways or sit on the engine cover of metro vans
(also called step vans). Rear door nets will be in place while passengers are transported
when the doors are open.
6.4.6.5. Side doors on passenger vans will be closed when the vehicle isin motion.

6.4.7. Restricted Visibility or Night Operations:
6.4.7.1. Hashing lights or parking lights will be used at night when vehicles are temporarily
parked on any part of the aircraft parking ramp. This does not apply if vehicles are parked in

adesignated area.

6.4.7.2. When vighility is less than 300 feet, refueling and explosive loaded (laden) vehicles
will not be operated unless directed by the wing or installation commander.
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6.4.7.3. When vishility is less than 100 feet, PMVs and flight line vehicles (except
emergency and alert vehicles) will not be operated on the flight line. Flashing lights will be
used on all vehicles temporarily parked on the aircraft parking ramps during the periods of
lowered visibility.

6.4.7.4. When vighility is less than 50 feet, it is recommended that a walking guide
equipped with a flashing or luminescent wand be used during emergency movement of alert
vehicles.

6.4.7.5. Vehicle operators will exercise caution to ensure headlights do not point toward
taxiing aircraft or towing operations, so aircraft or tow vehicle operators are not blinded
(paragraph 6.4.9.2.).

6.4.8. Control Tower Signs. All authorized PMV operators will have a tower signa decal
(available at Base Operations) with them at al times while operating on the flight line. The
tower signal decal will be displayed in plain view of the driver in al Air Force motor vehicles
(AFMYV). All vehicle operators will know and comply with the following signals:

6.4.8.1. Steady Green Light: “Clear to cross.”

6.4.8.2. Steady Red Light: “STOP! Vehicle will not be moved.”
6.4.8.3. Flashing Red Light: “Clear active runway.”

6.4.8.4. Flashing White Light: “Return to starting point.”

6.4.8.5. Red and Green Light: “General warning. Exercise extreme caution.” NOTE:
During aderts and emergency conditions all non-essential personnel will withdraw to Base
Operations or their Work Control Center until the emergency is terminated. The withdrawal
of contractors will be at the discretion of airfield management.

6.4.9. Taxiing Aircraft:

6.4.9.1. Except for Follow Me vehicles, vehicles will not be parked in front of or driven into
the path of taxiing aircraft. Vehicles will not be driven between a taxiing aircraft and its
Follow Me guide.

%*6.4.9.2. Headlights of a stopped vehicle shining towards a moving aircraft at night will be
turned off immediately so the pilot’s night vision will not be affected. The vehicle parking
lights or emergency flashers will be turned on so its position will be known. The headlights
of the vehicle will remain off until the aircraft is out of range. Headlights will be turned ON
prior to putting the vehicle in motion. NOTE: Vehicles with daytime running lights will
park in a safe location with ignition off, parking brake set, and emergency flashers on.

6.4.9.3. All vehicle drivers, who are operating vehicles on the taxiways and parking ramps,
will give way to taxiing aircraft. Vehicles will exit the taxiways by the shortest route. Only
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as alast resort will the vehicle be driven off prepared surfaces to ensure adequate clearances
for the aircraft.

6.4.9.4. When a vehicle has a malfunction which prevents operation under its own power,
every means will be used to alert taxiing aircraft. As a minimum, the vehicle operator will:

%*6.4.9.4.1. Leave the vehicle parking lights or emergency flashers ON if the malfunction
occurs during hours of darkness.

6.4.9.4.2. If the vehicle has two-way radio capability, make the following transmission:
“All parties BREAK, BREAK- This is (cal sign) with an emergency for Base
Operations, Tower, and Maintenance Operations Center.” State the nature of the
problem and your position on the airfield.

6.4.9.4.3. Operators of other radio-equipped vehicles (security police, civil engineering,
transportation, etc.) will contact their control center and have the information relayed to
the Base Operations Dispatcher for relay to the tower.

6.4.9.4.4. If a vehicle is not equipped with a radio, stay with the vehicle and continue
attempts to get the attention of the taxiing aircraft.

%*6.4.10. Follow Me Vehicles. Follow Me vehicles used for guiding aircraft will be equipped
with signs, easly visible at night, reading, “Stop” and “Follow Me.” They will be equipped
with two-way radios for communication on control tower frequencies. When approaching the
parking spot, the Follow Me vehicle operator should illuminate the “Stop” signal, move the
vehicle from the intended path of aircraft travel, and position it laterally — clear of the aircraft
wingtip. The marshaler, who may be the vehicle operator, will then guide the aircraft to the
parking spot by use of approved marshaling signals. When necessary to accommodate the
optimum safe taxiing speed of aircraft, Follow Me vehicles will be permitted to exceed the
normal 15 miles per hour flight line speed limit. Tugs will not be used as Follow Me vehicles at
any time. (AFJMAN 24-306)

%6.4.11. FOD Prevention. When motor vehicles are operated on unpaved surfaces, rocks may
become lodged between dua wheels and gravel may stick in the tire treads. When entering the
ramp area or flight line, operators will stop and remove foreign materials from the tires (AFI
21-101, AFMAN 91-201, and AFIMAN 24-306).

%*6.4.12. Forklift Operator’s Instructions Around Aircraft. The forklift is the basic piece of
aircraft cargo handling equipment. It is used primarily for moving cargo to and from aircraft
and for raising and lowering loads between the ground and the aircraft. Only licensed drivers
will operate forklifts. Operators will never drive forklifts faster than 10 miles per hour on
ramps or 5 miles per hour within 10 feet of any aircraft (AFOSH Standard 91-46, Department
of Defense [DoD] 4145.19-R-1, Storage and Materials Handling, and AFMAN 91-201).

6.4.12.1. Maneuvering Forklifts. When maneuvering forklifts close to aircraft, a spotter will

be used to assist the driver in determining safe clearances. Bumper blocks placed on ramps
will be used to prevent unintentional backing into aircraft. Before lifting or lowering aload,
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the forklift will be brought to a complete stop. At no time will forklift drivers raise or lower
a load while in motion. Forklifts will never be driven under any part of an aircraft except
when the type of aircraft involved requiresit. When long distances must be traveled and (or)
when bulky loads are carried, the forklift will be driven in reverse to take advantage of the
operator’s less obstructed field of vision. The forks of parked forklifts will be lowered flat
on the ground to prevent injury to personnel working or walking in the area. On parked and
unattended forklifts, the operating levers will be in neutral, the ignition switched off, and the
handbrake set.

6.4.12.2. Forklift Operating Procedures and Safety Practices. The checklist at Attachment
2 will be used as a genera guide for safe and efficient operation of forklifts in cargo
handling.

6.4.12.3. Crating. Large unwieldy crates, which may be blown over when handled outside,
will be equipped with rings for attaching tag lines. The use of tag lines makes handling safer
and also provides a means of securing crates in open areas. Tag lines will be of sufficient
length to permit the person holding the rope to be clear of the load (that is, to avoid
standing under the load).

6.4.12.4. Stacking. Forklift drivers will not stack empty pallets higher than eye level. Pdllets
stacked on forklift tines higher than eye level can cause an unsteady load and become a
potential source of injury or property damage. Forklift operators will have a spotter
available when stacking cargo on trailers and 463L equipment if vision is obstructed.

6.4.12.5. Using Lift-Truck Forks. Forklifts will not be used to tow trailers or push other
equipment unless designed by the manufacturer for that operation and tech data is followed.
Forklifts shall be equipped with horns and lights, as required for safe operation, and al will
be in operable condition.

%6.4.12.6. Training and Licensing. Training will be according to AFI 24-301, Vehicle
Operations.

%6.4.13. Operation of Hi-Lift Trucks Around Aircraft. The operation of hi-lift trucks around
aircraft differs little from forklift work in the same area. The same speed limits as prescribed in
AFIMAN 24-306 will be used; 10 miles per hour on ramps and 5 miles per hour near aircraft.
Like forklifts, hi-lift trucks will be operated only by licensed drivers. Hi-lift truck operators
require specia training, which is the responsibility of the using organization.

6.4.13.1. Areas of Maneuverability. Drivers will use extreme caution when they operate hi-
lift trucks in the immediate vicinity of arcraft. As in many trucks, the driver's vison is
restricted; therefore, guides will be used to assist the hi-lift operator when it is necessary to
back the vehicle. The driver and guide will be able to communicate at all times. The guide
will use luminous wands or flashlights to relay signals to the vehicle operator during the
hours of darkness unless supplemental lighting is utilized. Signals will also be used any time
the cargo bed israised or lowered.
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6.4.13.2. Cargo Bed Hydraulic System. Before the hydraulic system of the cargo bed is
operated, the driver will bring the truck to a complete stop. To ensure adequate clearance,
the truck will be moved at least 5 feet from the aircraft before the bed is raised or lowered.

6.4.13.3. Hi-lift Truck Operating Procedures and Safety Precautions. The checklist at
Attachment 3 will be used as a general guide for hi-lift truck operation in aircraft cargo
handling.

6.4.14. Operating Hand Pallet Trucks Inside Aircraft:

6.4.14.1. These trucks are hydraulically-operated materials handling devices that can be
used for moving heavy objects inside aircraft. Since the hand pallet truck does not have
brakes, at least two persons will operate this piece of equipment.

6.4.14.2. When extremely heavy loads are moved inside aircraft, 1- by 12-inch shoring or
equivalent protection will be used to prevent damage to floors. Care will also be taken to
avoid damaging the sidewalls and celling of aircraft.

6.4.15. Cargo Stowing Techniques Aboard Aircraft. To avoid exceeding weight and balance
limits, cargo will be loaded aboard aircraft according to pertinent aircraft loading TOs and
handbooks.

6.4.16. Using Roller Pry Bars Inside Aircraft. Roller pry bars are particularly helpful in
positioning heavy cargo insde aircraft. When using these bars under heavy objects, personnel
will be especialy careful not to exceed maximum allowable floor strengths. The checklist at
Attachment 4 will be used as a guide when using roller pry bars.

6.4.17. Floor Load. Aircraft TOs will be consulted to determine maximum allowable floor
loads. When any load is expected to exceed the published limit, shoring will be used as a safety
precaution.

6.4.18. Operation of K-loaders and Roller-Equipped Trailers Around the Aircraft. Operation of
flatbed trailer loaders differs little from forklift work in the same area.

6.4.18.1. Areas of Maneuverability. Guides will be used to assist the operator at al times
when the aircraft is approached in order to load or off-load cargo. Before operating the
hydraulic system of the cargo deck, the operator will bring the loader to a complete stop,
set the brakes, and place the cab transmission selector in neutral. To ensure adequate
clearance, the loader will be stopped or moved to at least 5 feet from the aircraft for
preliminary deck alignment by means of the hydraulic system. The operator will also
maintain a 5- to 8-inch clearance between the rubber bumpers and the aircraft for further
deck adjustments during on- or off-loading.

6.4.18.2. K-loader and Flatbed Trailer Operation Procedures and Safety Precautions. The

checklist at Attachment 5 will be used as a genera guide for K-loader and trailer operation
in aircraft cargo handling.
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%*6.4.18.3. Storing and Warehousing of Air Cargo. The techniques of storage and
warehousing of air cargo do not differ greatly from normal warehousing procedures. The
same safety standards used in general warehousing also apply to air cargo (DoD 4145.19-
R-1 and AFOSH Standard 91-46).

6.4.19. Tractor Operations. Tractors are used for a variety of materials handling operations,
particularly where extremely heavy loads are to be moved considerable distances. Signs
reading “Slow Moving Vehicle” will be displayed on these vehicles.

6.4.19.1. Passengers. Passengers will not be alowed to ride on tractors unless adequate
seats are installed.

6.4.19.2. Trailers. No more than four trailers, loaded or empty, will be pulled by any tractor.
To avoid jackknifing, trailer trains will be arranged with the most heavily loaded trailer next
to the towing vehicle, the next heaviest second in line, and so on. EXCEPTION: Six
trailers may be moved behind one prime mover if they are A/IM-32h-6 palletized cargo
trailers.

%6.4.19.3. Couplings. Tractor operators will ensure couplings are secure before moving a
trailer or train. Pintle assemblies and towing connections will be secured with a pintle hook
safety or cotter pin that will positively lock towing connections.

6.4.19.4. Speed Limit. Small flatbed warehousing trailers and airlift palletized cargo will not
be towed at speeds in excess of 5 miles per hour. Slow-moving tractor-trailer combinations,
when traveling installation roads, will be kept to the extreme right. Lights will be provided
on all tractor-trailer combinations when they are operated at night or during periods of low
vighility.
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Chapter 7
AIRCRAFT HANGAR OPERATIONS

7.1. Hazards and Human Factors. Professional operations in the hangar complement the more
visible flight line service operations. Quality housekeeping, persona appearance, work habits,
condition of equipment, and job organization directly contribute to safe and efficient operations.

7.1.1. There are many hazards associated with aircraft maintenance activities conducted in
hangars, shelters, or nose docks. Personnel must be aware of these mishap potentials to be able
to take the necessary precautions.

7.1.2. Sufficient space will be provided between aircraft in maintenance hangars to ensure the
safe flow and movement of equipment, materials, and workers.

7.1.3. Aircraft panels, cowlings, or other parts left lying on the hangar floor, under wings, in
aides, or in egress routes increase the probability of mishaps. Materials must be relocated to
storage areas when not in use.

7.1.4. Electrica cords and compressed air lines, which are positioned where personnel will
have to cross over them during routine work tasks, contribute to trips and falls. These items
must be stored when not in use.

7.1.5. Personnel who are not trained in emergency evacuation procedures may not be able to
successfully remove critical Air Force resources from the facility and may be injured.

7.2. Requirements:

7.2.1. Hangaring of Aircraft. The responsible group commander will ensure detailed local
operating procedures covering safety precautions for hangaring aircraft are prepared and
coordinated with installation ground safety and fire department personnel. If weapons-loaded
aircraft are to be hangared, coordination will be obtained from the installation weapons safety
representative.

7.2.2. Aircraft Hangar, Shelter, and Dock Facility Design Guidance. NFPA 70, Article 513,
NFPA 409, Aircraft Hangars, NFPA 410, Military Handbook 1008, Fire Protection for
Facilities Engineering Design, and Construction, and associated engineering technical letters
(ETL) will be consulted for detailed guidance.

7.2.2.1. If operational needs require use of a hangar for hazardous operations which exceed
the hangar design, installation ground safety, fire prevention, and BE officials will assist the
maintenance representatives in developing special procedures to ensure safe operations.
Some examples of hazardous operations are fuel system maintenance, fuel servicing
operations, or aircraft painting.
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7.2.2.1.1. Fixed electrica equipment that has been approved for Class I, Divison 1
locations shall be permitted in a Class I, Divison 2 location of the same class and
compatibility group. Equipment not meeting these guidelines will be de-energized or
otherwise disabled and locked out until the special operations are completed and the
associated hazardous conditions are permanently eliminated.

7.2.2.1.2. Portable electrical equipment will not be brought into the hangar during the
conduct of special hazardous procedures unless it meets the requirements in paragraph
7.2.2.1.1. and is marked accordingly.

%7.2.2.2. All openings from occupied areas into the hangar will be protected by ramps,
curbs, or drains to prevent liquids from entering that area. All areas that are normally
occupied by personnel should have an exit route to the outside of the hangar that does not
require entering any location occupied by an aircraft (NFPA 409). Means of egress from
mezzanines shall lead directly to a properly enclosed stairwell, directly to the exterior, or to
outside stairs.

7.2.3. Hangar, Nose Dock, and Shelter Door Design Guidance and Operations:

7.23.1. To prevent confusion, powered hangar door designs will incorporate alarm
sounding devices with a sound that is distinguishable from the facility fire alarm and audible
above norma noise levels. The warning device will automatically signal at least 5 seconds
before any door section movement and will sound continuously while the door is being
operated and will reset immediately after movement stops.

7.2.3.2. Luminescent or reflective directional arrows will be placed adjacent to each switch
and on horizontal diding doors to indicate the direction of door travel for each
corresponding switch.

7.2.3.3. For all center door switch operations, open will be placed at the top position and
the switches will be wired so the doors open when open is selected. A hinged cover should
be installed over the close switch to prevent inadvertent activation. Written operating
procedures outlining all safety precautions to be followed will be published and posted next
to operating controls. Roll-up, fold-up, counterbalanced, and similar doors will have control
switches located to provide a clear view of the door opening. Additional guidance may be
found in Air Force design criteria or equivaent Air Force-approved engineering guidance.

7.2.3.4. Only quaified personnel approved by the sguadron commander or designated
representative will be authorized to operate the hangar doors. Operators will be thoroughly
familiar with operating instructions and precautions necessary for safe operation.

% 7.2.3.5. Overhead hangar doors will be fully opened before aircraft are moved through the
door entrance. Horizontal diding doors will be opened to permit a minimum 10-foot
clearance at each wingtip. If the construction of the hangar does not permit such clearance,
the doors will be opened to the maximum limit. Under normal conditions, powered hangar
or shelter doors will always be opened to a width of at least 10 feet. For special operations,
such as during extreme weather conditions, the door may be opened less than 10 feet only if
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the door control switch is locked off or out and remains locked out until the door can be
opened to 10 feet or more or be closed. (See AFOSH Standard 91-66 for lockout require-
ments.)

%*7.2.4. Clear Space Requirements Around Hangars. Ready access must be available to al
sides of a hangar, shelter, or nose dock. This clear zone will be 50 feet and shall not be used to
store or park aircraft or position concentrations of combustible materials. In addition, no
buildings of any kind will be erected within the clear zone. (See NFPA 409.)

7.2.5. Vehicle Operations. Two potential hazards are associated with vehicle operations. First,
a vehicle may be a source of ignition for uncontrolled fuel vapors emitting from aircraft fuel
vents or an inadvertent spill. S